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FOREWORD 
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ABSTRACT 

Eight test periods involving a total of 14 starts of the J-2 rocket 
engine were conducted at pressure altitudes ranging from 93, 000 to 
111, 000 ft.    These tests were a continuation of an environmental 
verification and start transient investigation on a flight configuration 
J-2 engine {S/N J-2052).    Firing durations ranged up to 50 sec;  a 
total of 293. 6 sec of engine operating time was accumulated during 
the test period.    Unexpected excessive gas generator temperatures 
experienced on restart tests under simulated orbital restart conditions 
necessitated reorientation of the objectives for this test series.    Satis- 
factory engine restart was subsequently obtained at turbine crossover 
duct conditions predicted for Saturn V (flight 501) restart with the pro- 
pellant utilization valve in the full open position. 
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SECTION I 
INTRODUCTION 

In a continuing test program at the Arnold Engineering Development 
Center (AEDC),  the J-2 engine (S/N J-2052) was subjected to various 
simulated space conditions to fulfill testing requirements as specified 
by the National Aeronautics and Space Administration,  Marshall Space 
Flight Center (NASA/MSFC).    Testing of the J-2 engine and full-scale 
S-IVB static test stage has been in progress since July,   1966,  in 
Propulsion Engine Test Cell (J-4) of the Large Rocket Facility (LRF). 
The initial tests of this program are reported in Ref.   1.    The tests 
reported herein, J4-1554-12 through J4-1554-19,  were conducted 
between December 2,   1966,  and February 5,   1967.    During this period, 
14 engine starts (ES) at pressure altitudes ranging from 93,000 to 
111,000 ft were obtained, yielding a total engine operating time of 
293.6 sec. 

The initial objective of this test series was to verify that J-2 engine 
performance (at environmental conditions to which it will be subjected 
in flight) was as previously determined in lower altitude tests.    Both 
first burn and restart mission simulations were to be obtained for the 
S-IVB stage (applicable to the Saturn IB and Saturn V vehicles) and the 
S-II stage (applicable to the Saturn V vehicle).    However,  the results of 
the initial tests in this series caused NASA/MSFC to revise the immedi- 
ate program objectives.    The revised objectives were to study combined 
altitude and environmental effects on the ES cycle,  with particular 
attention focused on the engine restart application.    A launch restriction 
on the first Saturn V (flight 501) was imposed by NASA until successful 
orbital restart could be proved at AEDC.    To prevent a launch schedule 
impact, NASA established an accelerated test schedule at AEDC (for the 
accelerated schedule,  one test period,  involving four engine firings,  was 
planned each week for ten consecutive weeks beginning January 9,   1967). 

SECTION II 
APPARATUS 

2.1   TEST ARTICLE 

The test article was a J-2 rocket engine (S/N J-2052), designed and 
developed by Rocketdyne Division of North American Aviation, Inc., and 
used in connection with a S-IVB battleship stage,  designed and developed 



AEDC-TR-67-115 

by Douglas Aircraft Company.    The fluid dynamic characteristics of 
the battleship stage are identical to the S-IVB flight vehicle.    The J-2 
rocket engine is a multiple-restart engine that utilizes liquid oxygen 
(LO2) and liquid hydrogen (LH2) as propellants and is designed to be 
used singularly or in clusters.    Thrust rating of the engine is 225, 000 lbf 
at an oxidizer-to-fuel mixture ratio (O/F) of 5.5.   A cutaway view of the 
flight version of the test article is presented in Fig.   1.    Nominal engine 
performance at rated conditions is presented in Table I. 

The major engine components at the beginning of this test period are 
shown in Table II.    All engine configuration changes accomplished during 
this test period are presented in Table III.    Before the first test in this 
series,  the thrust chamber was insulated with Larodyne®,  a standard, 
pre-cast,  silicone elastomer insulation for an S-IVB configuration engine 
(Fig.  2).    The insulation was applied to the thrust chamber between the 
fuel inlet manifold and the nozzle exit.    The engine remained in this con- 
figuration through test 18.    Subsequently,  the insulation was removed, 
and heater blankets were installed.    The heater blankets (P/N 105906 
through 105906-15) consisted of 16 sections of film-type,  electrical heat- 
ing elements applied to the thrust chamber between the throat and nozzle 
exit; the blankets were covered with aluminum foil secured with an over- 
lay of wire mesh.    The blankets are planned for thrust chamber heating 
to more accurately simulate orbital restart conditions; these blankets 
were not utilized for heating in this test series. 

2.1.1   J-2 Rocket Engine 

The J-2 rocket engine (Ref.   2,   Fig.  3) features the following major 
components: 

1. A regenerative fuel-cooled,  tubular-wall,  bell-shaped 
thrust chamber (Fig.  4) with a throat area (A^) of 
170. 4 in. 2 and an expansion ratio (Ae/At) of 27. 1. 
Thrust chamber length (from the injector flange to nozzle 
exit) is 107 in. 

2. A concentric-orificed,  porous-faced thrust chamber 
injector (Fig.   5).    Orifice areas for fuel and oxidizer 
injection are 25 and 16 in. 2, respectively.    Fuel flow 
through the porous face of the injector is from 3 to 4 
percent of thrust chamber fuel flow rate. 

3. An augmented spark igniter (ASI) assembly (Fig.   6) to 
which fuel and oxidizer are routed and ignited at ES 
to provide ignition energy for main chamber propellants. 



AEDC-TR-67-115 

4. A fuel turbopump which is composed of a two-stage turbine- 
stator assembly - an inducer and a seven-stage,  axial-flow 
pump,  rotor-stator assembly.    The pump is self lubricated 
and nominally produces a head rise of 3 5, 517 ft of hydrogen 
(H2) at a flow rate of 8414 gpm for a rotor speed of 
26, 702 rpm at rated conditions. 

5. An oxidizer turbopump which is composed of a two-stage 
turbine-stator assembly and an inducer and single-stage 
centrifugal pump.    The pump is self lubricated and nominally 
produces a head rise of 2117 ft of oxygen (O2) at a flow rate 
of 2907 gpm for a rotor speed of 8572 rpm at rated conditions. 

6. A motor-driven,  propellant utilization (PU) valve (Fig.   7), 
mounted on the oxidizer turbopump,  which bypasses LO2 
from the discharge to the inlet side of the oxidizer pump to 
ensure simultaneous depletion of propellants. 

7. Oxidizer and fuel bleed valves allow trapped gas to be expelled 
from the engine propellant system before ES.    These valves 
permit the propellant re circulation flow to return to the stage 
propellant tanks and are closed at ES. 

8. A gas generator (GG) (Fig.  8), which consists of a combustion 
chamber containing two spark plugs,   a valve which controls 
the oxidizer and fuel poppets,  and an injector assembly.    The 
high energy gases produced by GG are routed to the fuel turbine, 
through the turbine crossover duct to the oxidizer turbine,   and 
are exhausted through eyelets into the thrust chamber at an area 
ratio (A/At) of approximately 11. 

9. A pneumatically actuated,  oxidizer turbine bypass valve (OTBV). 
At engine start,  OTBV is fully open, routing a large portion of 
fuel turbine discharge gas directly to the thrust chamber to 
obtain the desired   oxidizer-fuel turbine spinup relationship. 
During engine transition to main stage,  OTBV is closed (the 
valve gate contains a flow nozzle which provides a turbine 
power balance mechanism). 

10.     An integral,  high pressure gaseous hydrogen (GH2) start tank 
and helium (He) control bottle.    A pneumatically actuated, 
normally closed,   start tank discharge valve (STDV),  controlled 
by a solenoid-operated valve, permits release of the start tank 
GH2 for turbine spinup during the ES cycle.    The He control 
bottle, located within the H2 start tank, provides a high pressure 
He supply to the engine pneumatic control system.    The start 
tank is refilled (from fuel injector and manifold supplies) during 
60 sec of engine main-stage operation to provide restart 
capability. 
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11. A pneumatically actuated, main fuel valve which is a 
normally closed butterfly-type valve. 

12. A two-stage, main oxidizer valve (MOV), which is a 
pneumatically actuated,  normally closed,  butterfly - 
type valve.    The first-stage actuator positions MOV 
at the 14-deg position to obtain initial main chamber 
ignition; the second-stage actuator ramps MOV full 
open to accelerate the engine to main-stage operation. 
The MOV gate is pivoted off-center (Fig.  9), which 
provides MOV hydraulic torque in the closing direction 
at the 14-deg position. 

13. A pneumatic control package which controls all pneumatic- 
ally operated engine valves and purges. 

14. An electrical control package which provides the electrical 
logic required for proper sequencing of engine components 
during operation.    It also supplies power to the GG and 
ASI spark plugs. 

15. Primary and auxiliary flight instrumentation packages 
which environmentally protect and contain sensors 
required to monitor critical engine parameters. 

2.1.2   S-IVB Stage 

The S-IVB static battleship stage is approximately 22 ft in diameter and 
49 ft long,  having a maximum capacity of 46, 000 lb of LH2 and 199, 000 lb 
of LO2.    The major components of the S-IVB stage are (1) propellant tanks, 
fuel above oxidizer, separated by a common bulkhead,  (2) propellant pre- 
valves which serve as emergency engine shutoff valves and are normally 
closed during the recirculation chilldown procedure,   (3) propellant low 
pressure ducts which,  externally to the tanks,  route propellants to the 
engine pump inlets,  (4) propellant recirculation systems which circulate 
the propellants through the low pressure ducts and turbopumps to stabilize 
pump temperatures near normal operating levels and prevent temperature 
stratification in the propellant tanks before ES,  (5) vent and relief valve 
systems for both propellant tanks,  and (6) He storage system within the 
fuel tank (sealed and not utilized for testing at AEDC). 

2.2  TEST CELL 

Test cell J-4,   Fig.   10,  is a vertically oriented test unit designed for 
static testing of large liquid-propellant rocket engines and propulsion 
systems at pressure altitudes of 100,000 ft.    The cell is currently capable 
of testing engines in the 500, 000-lbf-thrust class (maximum capability is 
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1,500,000 lbf).    The cell consists of four major components (1) test 
capsule, 48 ft in diameter and 81 ft in height,  situated at grade level and_ 
containing the test article,  (2) spray chamber,  100 ft in diameter and 
250 ft in depth,  located directly beneath the test capsule to provide ex- 
haust gas cooling and dehumidification,  (3) coolant water,  steam,  GN2 
and LN2,   GH2    and LH2» LO2,  and He storage and delivery systems 
for operation of the cell and test article,  and (4) control building, 
located about 600 ft from the cell,  containing test article and cell con- 
trols and data acquisition equipment.   Exhaust machinery is connected 
with the spray chamber.    This machinery maintains the test capsule at 
a pressure altitude of approximately 60,000 ft during the test period, 
except during engine firing.    During firing operations, the facility steam 
ejector,  in conjunction with the exhaust machinery,  provides a pressure 
altitude of 100,000 ft in the test capsule.    A detailed description of the 
test cell is presented in Ref.  3. 

The S-IVB battleship stage was installed on a support stand within the 
test capsule (Fig.  11), orienting the J-2 engine vertically downward on the 
centerline of the diffuser-steam ejector assembly. • This assembly con- 
sists of a 20-ft-diam diffuser duct,   150 ft in length,   containing a center- 
body steam ejector.    At the inlet to the diffuser is a 13. 5-ft-diam diffuser 
insert,  directly above which is a GN2 annular ejector.    The annular 
ejector was provided to suppress steam recirculation into the test capsule 
during steam ejector shutdown.    The test cell was also equipped with 
(1) a GN2 purge system for continuously inerting the normal air in-leakage 
of the cell; this purge is introduced at the top of the test capsule,   (2) a 
GN2 repressurization system for rapid emergency inerting of the capsule; 
this is also introduced at the top of the test capsule,  and (3) a spray cham- 
ber LN2 supply and distribution manifold for initially inerting the spray 
chamber and exhaust ducting and for increasing the molecular weight of 
the H2~rich exhaust products during engine operation. 

2.3  INSTRUMENTATION 

Instrumentation systems were provided to measure engine,  stage, 
and facility parameters; a parameter listing is presented in Table IV. 
The locations of selected engine and stage instrumentation used during 
this test series are presented in Fig.   12.    The engine instrumentation 
was comprised of (1) flight instrumentation for the measurement of 
critical engine parameters and (2} facility instrumentation,  which was 
provided to verify the flight instrumentation and to measure additional 
engine parameters.    The flight instrumentation was provided and cali- 
brated by the engine manufacturer; facility instrumentation was initially 
calibrated and periodically recalibrated at AEDC. 
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Pressure measurements were made using strain-gage-type pressure 
transducers.    Temperature measurements were made using resistance 
temperature transducers (RTT) and a combination of copper-constantan, 
iron-constantan,  and Chromel®-Alumel® thermocouples.    Oxidizer and 
fuel turbopump shaft speeds were sensed by magnetic pickups.    Fuel and 
oxidizer flow rates to the engine were measured by turbine-type flow- 
meters which are an integral part of the engine.    The propellant recircu- 
lation flow rates were monitored with turbine-type flowmeters provided 
in the supply lines by the S-IVB stage manufacturer.    Engine side loads 
were measured with dual-bridge,  strain-gage-type load cells which were 
laboratory calibrated before installation.    Vibrations produced during 
engine operation were measured by accelerometers mounted (in the verti- 
cal plane) on the oxidizer dome and (in the horizontal planes) on the turbo- 
pumps.    Primary engine and stage valves were instrumented with linear 
potentiometers and limit switches. 

The data acquisition systems were calibrated by (1) precision elec- 
trical shunt resistance substitution for the pressure transducers, load 
cells,  and RTT units,   (2) voltage substitution for the thermocouples, 
(3) frequency substitution for shaft speeds and flowmeters,  and (4) 
frequency-voltage substitution for accelerometers. 

The types of data acquisition and recording systems used during this 
test period were (1) a multiple-input digital data acquisition system 
(MicroSADIC®   scanning each parameter at 40 samples per second and 
recording on magnetic tape,  (2) single-input,   continuous-recording FM 
systems recording on magnetic tape,   (3) photographically recording 
galvanometer oscillographs,   (4) direct inking, null-balance,  potentiometer- 
t\pe X-Y plotters and strip charts,   and (5) optical data recorders.    Applic- 
able systems were calibrated before each test (atmospheric and altitude 
calibrations).    Television cameras,  in conjunction with video tape record- 
ers,   were used to provide visual coverage during an engine firing,  as well 
as replay capability for rapid examination of unexpected events. 

SECTION Ml 
CONTROL LOGIC 

Control of S-IVB battleship stage,   J-2 engine, and test cell systems dur- 
ing the terminal countdown was centrally provided from the test cell control 
room.    The less critical facility,  stage,  and certain J-2 engine functions 
were manually controlled.    Other functions were programmed to the 
facility countdown sequencer which provided (1) verification of the readi- 
ness of critical systems to proceed with an engine firing and (2) a neces- 
sary time display for integrating the manual operations into the countdown. 
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The critical engine and stage operations were controlled by a facility 
logic network,  which interconnected the required systems to safely 
start and shut down the engine.    The facility control logic was activated 
at T - 0. 5 sec (sequencer time) by the sequencer.    The facility and 
engine controls are briefly described in the following sections. 

3.1   FACILITY CONTROL LOGIC 

The facility logic was an electrical control network designed to 
interconnect the engine control system, major stage systems,  the engine 
safety cutoff system (ESCS),  observer cutoff circuits,  and the countdown 
sequencer.    A diagram of the facility control logic is shown in Fig.   13. 
The primary functions normally performed by the facility logic were to: 

1. Ascertain facility and engine systems ready to test, 

2. Open stage propellant prevalves, 

3. Shut off stage propellant recirculation pumps and close 
recirculation valves, 

4. Apply start signal to engine control logic,  and 

5. Initiate facility systems shutdown at expiration of sequencer- 
programmed run duration; this involved closing the prevalves 
and initiating facility-supplied engine purges. 

The countdown sequencer was programmed to function with the facility 
logic as follows: 

1. At T - 1 sec, verify systems ready,  or stop countdown, 

2. At T - 0. 5 sec,  apply firing command to facility logic, and 

3. At T - 0 sec,  stop sequencer countdown until either (a)   the 
facility logic started the engine to yield STDV solenoid 
energized or (b)   an engine safety cutoff was obtained; if 
(a),  the sequencer resumed counting for the preset length 
of run and applied an engine cutoff signal at expiration of 
run duration as well as initiated facility systems shutdown 
sequence; if (b),   the sequencer initiated facility systems 
shutdown sequence. 

The time between fire command and ES varied (as a function of prevalve 
opening time); it was nominally 8 sec. 

A modification to the facility logic was performed to meet require- 
ments to simulate the ES sequence on S-IVB/S-V (flight 501).    This 
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modification,  called the "auxiliary" logic,   was to simulate the following 
flight sequence: 

Event Time, sec 

T4 

T4 
+ 0. 2 

T4 
+ 1. 0 

T4 + 1. A 

T4 
+ 2. .2 

S-Il/S-V Engine Cutoff 

Command S-1VB/S-V Prevalves Open 

S-IVB/S-V Engine Start 

Shutdown Oxidizer Recirculation Pump 

Shutdown Fuel Recirculation Pump 

The modifications were accomplished {Fig.   13) and utilized on tests 
17A and 17C.    A test safety feature was also provided for the auxiliary 
logic to prevent STDV opening,  if both stage prevalves were not fully 
open (the signal to energize the STDV solenoid produced an automatic 
engine cutoff in this case). 

Automatic engine cutoff circuitry was provided in the facility logic 
(sequence monitor or start "OK" timer expiration) as well as in 
ESCS.    The ESCS monitored engine vibration and gas generator outlet 
temperature (GGOT).    Engine vibration,  sensed by accelerometers 
mounted on the oxidizer dome,  was required to sustain a level equal to 
or greater than ±150 g for 150 msec to produce an engine cutoff.    The 
GGOT was required to exceed 2000°F (effective 0. 8 sec after main-stage 
solenoid energized) to produce an engine cutoff.    This limit was changed 
to 2200°F (effective 0. 7 sec after main-stage solenoid energized) before 
test 17.    An engine cutoff was also produced if GGOT (1) exceeded 
1450°F,  effective 3.5 sec after main-stage solenoid energized or (2) 
failed to achieve 250°F by 0. 8 sec after main-stage solenoid energized. 

3.2  ENGINE SEQUENCE 

3.2.1   Engine Start Sequence 

An operating sequence diagram and an engine schematic are pre- 
sented in Figs.   14 and 15.    Initiation of ES command (facility-initiated) 
activates the ES module,  which simultaneously opens the He control 
valve,  the ignition phase control valve,  and energizes the ASI and GG 
spark plug exciters.    The STDV control and fuel lead timers are also 
energized at ES command.    The He control valve fills the pneumatic 
accumulator,  closes the propellant bleed valves,   and purges the oxidizer 
dome and GG oxidizer injector manifold through the purge control valve, 
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opens the ASI oxidizer valve and the main fuel valve,  and supplies pres- 
sure to the inlet port of the sequence valve located within the MOV first- 
stage actuator.    With the ASI oxidizer valve and the main fuel valve 
open,  propellants flow under static head to the ASI chamber and are 
ignited^ -Once the main fuel valve is 90 percent open,  a sequence valve 
supplies opening pressure to the STDV solenoid control valve. 

A normal engine sequence will continue with the opening of STDV 
and the energizing of the ignition phase timer (450-msec timer),  if the 
following conditions exist (1)   the main fuel valve and fuel sequence 
valve are open,  (2)   proper fuel quality at the injector is verified by a 
fuel injection temperature below -150°F,   (3) STDV control timer has 
expired (640-msec timer initiated at ES),  and (4)  the fuel lead timer 
has expired.    With these four conditions satisfied,  STDV opens to 
release GH2 to the fuel and oxidizer turbines.    Once the ignition phase 
timer has expired, STDV is closed by de-energizing the control solenoid, 
a 3. 3-sec spark plug de-energize timer is activated,  and the main-stage 
control module is energized.    If ASI ignition has not been detected (ASI 
ignition detect probe), upon expiration of the ignition phase timer,  engine 
cutoff will occur.    After the main-stage control module is energized, the 
main-stage control valve opens,  venting He pressure from the MOV clos- 
ing actuator and the opening port of the purge control valve.    The purge 
control valve closes, and the oxidizer dome and GG oxidizer purges are 
terminated.    Opening pressure is applied to the MOV actuators,  and the 
MOV first stage opens.    A sequence valve in MOV supplies pressure to 
open the GG control valve and to close OTBV.    Fuel and oxidizer flow to 
GG are controlled by poppets in the GG control valve that open sequentially 
to provide a fuel lead.    Gases generated are directed in series to the fuel 
and oxidizer turbines.    The second stage of MOV is sequenced to start 
opening approximately 0, 6 sec after the main-stage control valve is opened. 
The second-stage valve ramp time is controlled by venting closing pressure 
through an orificed check valve.    As the propellant turbopumps approach 
steady-state operation,  the "main-stage OK" signal is generated by an   , 
oxidizer injector pressure switch,  and steady-state engine operation fol- 
lows.    If the main-stage OK signal has not been initiated before expiration 
of the sparks de-energize timer, engine cutoff will occur.    The time from 
ES command to main-stage OK signal is primarily dependent upon the fuel 
Tead time; the relative time between engine starting events may be obtained 
from Fig.   lba. 

3.2.2   Engine Shutdown Sequence 

A cutoff signal simultaneously de-energizes the control solenoids for 
closing of the main-stage and ignition phase control valves and energizes 
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the He control de-energize timer.    Opening control pressure for the MOV 
actuator,  ASI oxidizer valve,  and main fuel valve is vented.    Pressure is 
supplied to close MOV, to open the purge control valve,  to close the ASI 
oxidizer valve,  to close the main fuel valve,   and to open the fast shut- 
down control valve.    Oxidizer dome and GG oxidizer line purges begin 
upon decay of the thrust chamber and GG pressures below the He control 
pressure.    With the exception of the normally open ASI oxidizer valve, 
propellant bleed valves,  and OTBV,  all valves are normally closed. 
Expiration of the He control de-energize timer closes the He control valve, 
venting control system pressure through the oxidizer dome and GG oxidizer 
purge lines.    Once He control pressure decays to actuation pressure of the 
purge control valve,  the valve closes to stop the purges.    Closing pres- 
sure to the propellant bleed valve is bled off,   and these valves-open under 
spring pressure.    The engine cutoff sequence is presented in Fig.   16b. 

SECTION IY 
PROCEDURE 

Pre-operational procedures were begun several hours before each 
test.    All consumable storage systems were replenished,   and engine in- 
spections and leak checks were conducted.    Propellant tank pressurants 
and engine pneumatic and purge gas samples were taken to ensure that 
test specifications were met.    (Chemical analysis of propellants was 
provided by the propellant suppliers.)   Facility sequence,   engine sequence, 
and engine abort checks were conducted within a 24-hr time period before 
an engine firing to verify the proper sequence of events.    The abort checks 
consisted of electrically simulating engine malfunctions to verify the 
occurrence of an automatic engine cutoff signal.    Engine and facility 
sequence checks consisted of verifying the timing of all engine and facility 
valves and events to be within specified limits.    Engine drying procedures 
recommended by the manufacturer were performed.    A final engine 
sequence check was conducted immediately preceding each test period. 

Oxidizer dome,  GG oxidizer injector,  and thrust chamber jacket 
purges were initiated before evacuating the test cell (engine purges 
required for a typical test period are presented in Table V).    Upon com- 
pletion of instrumentation calibrations at atmospheric conditions,  the 
test cell was evacuated to approximately 0. 5 psia with the exhaust 
machinery,  instrumentation calibrations at altitude conditions were con- 
ducted,  and a cell air in-leakage evaluation was subsequently performed. 
Immediately before loading propellants on board the vehicle, the cell 
and exhaust ducting atmosphere was inerted with approximately 20,000 lb 
of N2 to reduce the O2 content to less than 4. 9 percent by volume (mini- 
mum O2 required to sustain combustion).    At this same time,  the cell 
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N2 purge was initiated at a rate equivalent to the cell air in-leakage 
multiplied by 3.2.    This cell purge (6- to 10-lb/sec) continuously inerted 
the air leaking into the cell for the duration of the test period.    The 
vehicle propellant tanks were then loaded to the 30-percent level (a test 
safety maximum),  and the remainder of the terminal countdown was con- 
ducted.    A typical terminal countdown is presented in Ref.   1. 

Engine restart tests were accomplished by conducting a first burn 
test with a PU valve excursion to 33.3 deg for conditioning the turbine 
hardware at engine shutdown to predicted flight temperatures and (1) 
restarting the engine at a specific time after first burn engine cutoff 
(time determined from previously obtained engine temperature data) or 
(2) restarting the engine at a time determined (by observation of turbine 
crossover duct temperatures after first burn engine cutoff) to achieve 
crossover duct temperature requirements at ES.    The restart test require- 
ments necessitated dry,  low pressure propellant ducts before initiation of 
propellant recirculation.    The He purges were connected to both fuel and 
oxidizer low pressure ducts for drying immediately after first burn engine 
cutoff.    Normally,  however,  the ducts were dry within 15 min after first 
burn cutoff,  and the duct purges were not required.    During this test 
series, turbine crossover duct,  closing control line to the MOV second- 
stage actuator,   and pneumatic control package, low temperature condi- 
tioning became a requirement on some firings.    The crossover duct was 
chilled internally by the introduction of cold He through an instrumenta- 
tion fitting; the MOV closing control line and the pneumatic package were 
externally chilled with He.    Conditioning with these systems normally 
began about 1 hr before ES; the conditioning systems were shut down 
30 to 60 sec before ES. 

SECTION V 
RESULTS AND DISCUSSION 

The initial objectives of this test program were to (1) verify 
J-2 engine start performance at thermal conditions,  simulating first 
burn and restart applications and (2) verify J-2 engine performance at 
a pressure altitude of 100, 000 ft. 

Specific test and ES requirements {Table VI) were generated on a 
test-to-test basis by NASA/MSFC because of the continued unexpected 
engine performance obtained at AEDC (Ref.   1).    The results of the 
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second test in this series produced doubt that the J-2 engine could suc- 
cessfully restart one orbit after first burn cutoff.    Therefore,   NASA 
declared Saturn V flight 501 would not be launched until engine restart 
at simulated orbital conditions had been proved at AEDC.   The primary 
test objectives were to identify the restart problem,   to investigate solu- 
tions, and to prove successful engine restart based on solution(s) investi- 
gated for flight 501 mission requirements.   To support attainment of these 
objectives,  an accelerated test schedule was initiated at AEDC on Janu- 
ary 9,   1967,  and was concluded March 16,   1967.   The tests reported herein 
were obtained between December 2,   1966,  and February 5,   1967. 

The results presented in this report emphasize the J-2 engine re- 
start problem and investigations into solutions to that problem.    First 
burn comparisons to flight data are also reported.    Main-stage perform- 
ance data are presented and compared to acceptance and nominal engine 
performance. 

5.1   TEST SUMMARY 

During this test series,   a total of 14 ES were made with firing dura- 
tions ranging up to 50 sec for an accumulated engine operation time of 
293. 6 sec.    Pressure altitudes at ES ranged from 93, 000 to 111, 000 ft 
(geometric altitude,  Ref.  4); minimum pressure altitudes during ES 
transients varied from 79,000 to 96,000 ft.    Specific test objectives and 
a brief summary of results obtained for the firings of S-IVB/S-V tests 12 
through 19 are presented in the following table. 

Test Objectives 

12A-First Burn 

12B-First Burn 

Conditions were such as 
to be conductive to a 
fuel pump stall. 

Evaluate the effect of 
low thrust chamber 
resistance on GG over- 
temperature. 

Results 

No pump stall tendencies 
were noted. 

High GGOT peak (2080°F) 
with no second peak or GG 
overtemperature cutoff. 

12 



A£DC-TR.67-115 

13A-First Burn 

13B-Restart 

14-First Burn 

ISA-First Burn 

15B-Restart 

15C-First Burn 

16A-First Burn 

Further evaluate con- 
tributing factors to GG 
overtemperature. 
Determine if 1-sec fuel 
lead was sufficient with 
prechilled thrust cham- 
ber.    Condition turbine 
hardware temperature 
for restart. 

Evaluate the start char- 
acteristic at simulated 
one orbit conditions. 
Comparison to 10B, 
but with much warmer 
turbine hardware tem- 
peratures. 

To clear first burn 
(flight) for a 1-sec 
fuel lead.   Evaluate 
the effects of condi- 
tioning towards a fuel 
pump stall. 

A repeat of 10B and to 
condition engine for 
restart. 

Evaluate the effects of 
restarting at a PU 
valve setting of 22 deg 
on the start transient. 
This was a worst-case 
GG overtemperature, 
repeating 13B, with 
the exception of PU 
valve position. 

Repeat of 12B with 
worst-case GG over- 
temperature for first 
burn. 

Further evaluate the 
effects of the PU valve 
position on the start 
transient. 

Low GGOT (1782° F); 
1-sec fuel lead was suf- 
ficient at this thrust cham- 
ber temperature. 

Engine cutoff from a very 
high GGOT (2426°F). The 
MOV did not move off the 
14-deg plateau. 

Fuel lead of 1 sec was not 
sufficient to condition engine 
for start.    No pump stall 
tendencies were noted. 

Results were similar to 10B 
with a maximum GGOT of 
1799°F. 

Although GG overtempera- 
ture cutoff occurred,  a sig- 
nificant reduction in GGOT 
from 13B (2426 to 2132°F) 
resulted.   Also,  MOV had 
moved off the 14-deg 
plateau before engine cutoff. 

A high GGOT peak <2071°F), 
but no cutoff occurred. 

A significant reduction in 
GGOT (1753°F), but this 
temperature was influenced 
by the inadvertent chilling 
of the turbine crossover 
duct. 

13 
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17A-First Burn 

17B-Resttrt 

17C-First Burn 

Evaluate effect of 
crossover duct at ex- 
pected boattail environ- 
ment (cold duct) on 
engine buildup time. 
Evaluate effect of flight 
501 prevalve sequencing 
and reduced fuel lead 
(2.5-sec).   Establish 
first start similarity 
between AEDC and flight 
operation.   Comparison 
to test 15C to establish 
chilled crossover duct 
gain on oxidizer turbo- 
pump spin speed. 

Evaluate effect of PU 
valve open during start 
at Saturn V (flight 501) 
maximum crossover 
duct temperature and 
start energy (worst-case 
GGOT).   Establish feasi- 
bility of PU valve open 
for flight 501.   Compari- 
son to test 17A to estab- 
lish the chamber condi- 
tioning effects. 

Evaluate blowdown stall 
margin with warmest 
expected thrust chamber, 
reduced fuel lead,  and 
flight 501 prevalve 
sequencing.    Comparison 
to test 17A to establish 
chamber conditioning 
effects and post-fire 
coast temperature data 
following a shutdown at 
a PU valve setting of 
-22 deg. 

Buildup time appeared 
normal for tests conducted 
at AEDC.    Prevalve sequenc- 
ing improper.    Initial oxidizer 
turbopump spin speed was 
343 7 rpm as compared to 
3461 on test 15C. 

No cutoff occurred,   but a 
high GGOT (2176°F) was 
recorded (see Section 5.2. 2). 

Pump did not approach stall. 
Warmer thrust chamber on 
17C resulted in a reduction 
of approximately 100°F in 
maximum GG temperature. 
The ASI ignition detect probe 
failed to de-energize at con- 
clusion of firing.    Turbine 
crossover duct temperatures 
were approximately 80°F 
cooler than 17A,   10 min after 
engine cutoff. 

14 
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18A-First Burn       Establish maximum Slowest chamber pressure 
buildup time with PU buildup experienced in this 
valve in the open test series (2. 365 sec to 
position.   Comparison PC = 550).   The ASI igni- 
to test 16A to establish tion detect probe failed to 
start tank gain factors de-energize at conclusion 
with PU valve in open of firing, 
position. 

19A-First Burn       Establish first burn Comparison to flight data 
similarity between is presented in Section 
AEDC and flight opera-       5. 3.4.   The ASI ignition 
tion. detect probe failed to de- 

energize at conclusion of 
the firing. 

Propellant pump inlet and start tank conditions obtained are, compared 
to safe start envelopes in Fig.   17.    Specific test results are summarized 
in Table VII.    Engine valve sequence on all tests (start and shutdown) is 
presented in Table VIII.   Engine MOV pre-test sequence checks are 
shown in Table IX, 

General unexpected observations concerning this test series are as 
follows: 

1. Transient GGOT (initial peak) averaged 1880°F on first 
burn tests and 1890^ on restart tests.    Transient GGOT 
(second peak) ranged from no second peak to 1840°F on 
restart tests.    Transient GGOT (second peak) ranged 
from no second peak to 1840°F on first burn tests, 
averaging 2240°F on the three restart tests.    Two of the 
three restart tests (13B and 15B) were prematurely 
terminated by ESCS because of excessive GGOT.    Both 
firings were conducted at conditions simulating turbine 
hardware temperatures after one orbit,  based on flight 
AS 203 data. 

2. Second-stage MOV delay time averaged 6 79 msec (93 msec 
greater than pre-test sequence checks) on first burn tests 
and 809 msec (223 msec greater than pre-test sequence 
checks) on the restart tests (15B and 17B).    The MOV 
second-stage actuator was unable to move the valve on 
restart test 13B.    Pre-test sequence checks of MOV on 
all tests were within specifications; second-stage actuation 
time averaged 586 msec (delay) and 1803 msec (ramp). 

15 
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3. Excessive engine vibration occurring at approximately 
T + 1 sec (oxidizer dome prime) was experienced on 13 of 
the 14 ES, measured vibration safety count (VSC) duration 
ranged up to 90 msec and averaged 28 msec. 

4. The AS1 restartable ignition detect probe failed to de- 
energize after firings 17C,   18A,  and 19A,  resulting in 
termination of the scheduled subsequent firings.    Inspec- 
tion after each of these tests has shown the probe to be 
damaged by excessive ASI combustion temperatures.    The 
severity of the ASI combustion temperatures on test 19 
resulted in injector face damage as shown in Fig.   18.    The 
start conditions for these tests combined a low fuel pump 
inlet pressure with a high oxidizer pump inlet pressure. 
It is surmised that these probe failures were a result of 
a high ASI oxidizer to fuel ratio during the fuel lead. 

5. Test 16 was terminated after one firing because of a 
suspected ASI propellant leak and a malfunction of the 
turbine crossover duct conditioning system.    The ASI 
assembly was replaced between tests 16 and 17. 

6. First burn (flight 501) sequence was utilized on tests 17A 
and C.    However,   prevalve opening time was faster than 
the planned flight sequence,  and therefore,   this test 
objective was not obtained, 

5.2  ENGINE RESTART AT SIMULATED ORBITAL CONDITIONS 

5.2.1    Restart Problem 

The premature termination of test 11B (Ref.   1) by ESCS because of 
excessive GGOT (2150°F) led to a restart investigation en subsequent 
tests,    During the ES transient,  any condition that increases the normal 
GG oxidizer injector pressure buildup rate or decreases the normal 
GG fuel injector pressure buildup rate will increase the gas generator 
O/F ratio,  causing the temperature to increase above the normal operat- 
ing temperature.    Test conditions for test 11B included an 8-sec fuel lead 
and warm turbine hardware temperatures,  both of which were suspected 
to contribute to the excessive GG temperature because of their effect on 
these injector pressures.    The 8-sec fuel lead produces a very cold thrust 
chamber at altitude (Fig.  19),  which reduces the resistance to fuel flow 
through the thrust chamber and results in a lower GG fuel injection pres- 
sure.    Figure 20 presents an indication of this resistance for test 11B. 
The turbine hardware temperatures for test 11B were obtained by re- 
starting the engine 1 hr,   35 min after test HA.    The turbine hardware 
temperatures at T0 for test UB are presented in the following table. 
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Parameter, Temperature,   °F 

Oxidizer Turbine Inlet (TOTI) 136 

Oxidizer Turbine Outlet (TOTO) 196 

Fuel Turbine Inlet (TFTI) 68 

Turbine Crossover Duct (TFTD-1) 138 

Turbine Crossover Duct (TFTD-3) 93 

Turbine Crossover Duct (TFTD-4) 89 

Warm turbine hardware temperatures add energy to the start tank gas as 
it travels through the turbines and crossover duct during start tank blow- 
down.    This produces an abnormal balance in energy supplied to the 
turbines,   causing a higher than normal oxidizer pump spin rate during 
the start transient.    This increases the GG oxidizer injector pressure 
and increases the hydraulic torque across. MOV.    The valve design is 
such that its second-stage actuator must overcome this torque to move 
the valve off the 14-deg position and begin the second-stage ramp.    A 
sufficient increase in this torque will delay the beginning of the second- 
stage ramp.    Such a delay is undesirable since the oxidizer pump dis- 
charge pressure buildup rate is higher with the valve in the 14-deg 
position. 

Conditions for test 12B were selected to evaluate the effect of low 
fuel system resistance on the ES transient.    Thrust chamber resistance 
to fuel flow was essentially the same on test 12B as test 11B (Fig.   20), 
and turbine hardware temperatures were ambient.    These conditions 
produced GGOT of 2080°F with no second peak (Fig.   21).    Figure 21 
presents a comparison of GGOT obtained on tests 11B and 12B.    This 
figure shows that (1) both tests have very high initial peaks that occur 
too early to produce an engine cutoff,   (2) test 1 IB had an excessive 
second peak,  and (3)   12B had no second peak.    A comparison of these 
two tests indicates that very low fuel system resistance is the prime 
contributor to the high initial peaks and warm turbine hardware temper- 
atures produce an excessive second peak. 

Test 13B conditions,  a repeat of test 10B except for turbine hard- 
ware temperatures, were selected to further evaluate the effect of 
turbine hardware temperatures on the ES transient.    Thrust chamber 
temperatures at Tc (Fig.  19) for test 13B,  given below, were warm ■ 
enough to give high fuel system resistance (Fig.  20),  and turbine hard- 
ware temperatures were much warmer than on test 11B (comparable to 
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292 

287 

269 

316 

282 

202 

211 

temperatures experienced on flight AS-203 after approximately one orbit, 
Fig.  22). 

Parameter Temperature,   °F 

Oxidizer Turbine Inlet (TOTI) 

Oxidizer Turbine Outlet (TOTO) 

Fuel Turbine Inlet (TFT1) 

Fuel Turbine Outlet (TFTO) 

Turbine Crossover Duct (TFTD-1) 

Turbine Crossover Duct (TFTD-3) 

Turbine Crossover Duct (TFTD-4) 

Test 13B was terminated at 1. 33 sec because of a very high GGOT 
(second peak of 2430°F,   Fig.   23a) verifying that turbine hardware tem- 
peratures have a significant effect on the GG start transient.    Oxidizer 
pump speed buildup during the start transient (Fig.   23b) was higher than 
any experienced on previous tests (Table X).    As a result, the oxidizer 
pump discharge pressure buildup rate was also very high (Fig.  23c). 
Figure 23d,  showing oxidizer and fuel injector pressures,  gives an in- 
dication of the high O/F ratio being supplied to GG.    Also, the oxidizer 
pump discharge pressure developed such high torque across MOV that 
the second-stage actuator was unable to move the valve off the 14-deg 
position.    Figure 24 shows the oxidizer pump discharge to chamber 
pressure differential; this is the best available indication of differential 
pressure across MOV.    The manufacturer suggests the hydraulic torque 
(in. -Ibf) at the 14-deg position may be obtained by multiplying this differ- 
ential pressure (psid) by 0.797. 

Fuel turbine inspections were made after tests 11B and 13B to deter- 
mine the effect of the high GG temperatures on the fuel turbine hardware. 
The inspection revealed very slight erosion of the turbine blades on the 
leading edge of the first-stage rotor,  after test 13 (Fig.   25).    However, 
the manufacturer determined that the turbine was satisfactory for con- 
tinued use.- 

5.2.2   Restort Investigotion 

The results of test 13B indicated the oxidizer pump high spin rate 
during the start transient was the cause for higher than normal 
(1) hydraulic torque on MOV and (2) oxidizer pump discharge pressures 
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which led to higher than predicted GGOT.    The cause for this high spin 
rate was the additional energy transferred to the start tank gas by the 
warm turbine hardware.    Several means for decreasing the oxidizer 
turbine spin rate were considered (1)  cooling of the turbine hardware, 
(2)  change OTBV and/or MOV sequence,  (3)  decrease start tank energy, 
and (4) open PU valve. 

The latter of these was selected for investigation of the restart 
problem with some emphasis placed on reduced start tank energy level. 
The open PU valve absorbs more of the horsepower developed by the 
oxidizer turbine by recirculating more oxidizer back through the oxidizer 
pump and acting as a hydraulic brake. 

The test conditions for test 15B were essentially the same as for 
test 13B, except the PU valve position was set at -22 deg (Fig.  27). 
Turbine hardware temperatures for this test are compared to flight 
AS-203 temperatures in Pig.  26.   Temperatures at T0 for test 15B are 
tabulated in the following table. 

Parameter Temperature,  °F 

Oxidizer Turbine Inlet (TOTI) 

Oxidizer Turbine Outlet (TOTO) 

Fuel Turbine Inlet (TFTI) 

Fuel Turbine Outlet (TFTO) 

Turbine Crossover Duct (TFTD-1) 

Turbine Crossover Duct (TFTD-3) 

Turbine Crossover Duct (TFTD-4) 

Figure 28 shows a comparison of the percentage of the horsepower 
absorbed by the PU valve in the null position on test 13B to the percent- 
age absorbed at the -22-deg position on test 15B.    Test 15B did result 
in an engine cutoff because of a high GGOT, but a comparison to test 
13B shows that the GG temperature peaked at a much lower temperature 
(2130°F,  Fig.  29a), and the oxidizer pump did not spin up as high 
(Fig.  29b).    Also, the rise rates of the propellant pump discharge pres- 
sures (Fig. 30a) and the GG injector pressures (Fig.  30b) were not as 
high, and MOV had moved off the 14-deg position.    These test results 
indicated a significant advantage could be gained from starting with PU 
valve in the full open position (-29 deg). 
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After test 15B, the GG outlet maximum temperature cutoff limit was 
raised from 2000"F,  effective 0.8 sec after main-stage solenoid energized 
to 2200°F,  effective 0. 7 sec after main-stage solenoid energized.    Test 
data indicate that test 15B would not have exceeded these limits. 

Test 17B,  which was essentially a repeat of test 11B except the PU 
valve was full open (-29 deg),  did not receive an engine cutoff.    Turbine 
hardware temperatures for this test are compared to flight AS 203 tem- 
peratures in Fig.   31.    Turbine hardware temperatures at T0 for test 17B 
were planned as maximum expected for Saturn V (flight 501) and are tabu- 
lated in the following table. 

Parameter Temperature,  °F 

Oxidizer Turbine Inlet (TOTI) 

Oxidizer Turbine Outlet (TOTO) 

Fuel Turbine Inlet <TFTI) 

Fuel Turbine Outlet (TFTO) 

Turbine Crossover Duct (TFTD-1) 

Turbine Crossover Duct (TFTD-3) 

Turbine Crossover Duct (TFTD-4) 

The PU valve position used on this test gives the maximum flow rate 
through the PU valve and yields the highest horsepower absorption by the 
PU valve (Fig.  28).    The effect of this PU valve position on propellant 
pump discharge and GG injector pressures is shown in Fig.  32.    Also, 
the reduction in oxidizer pump spin speed for this test can be seen by 
comparison to tests 13B and 15B in Fig.  29.    A comparison of GGOT is 
also shown in this figure. 

From this restart investigation,   it was apparent that warm turbine 
hardware temperatures contribute significantly to high GG start transient 
temperatures.    Test 13B demonstrated that the engine would not restart, 
under normal operating conditions (null PU valve) with turbine hardware 
temperatures comparable to flight after one orbit,  without experiencing 
excessive GG temperatures sufficient to cause performance degradation 
and possible engine failure.    At engine shutdown on test 13B (T0 + 1. 33 
sec),  MOV had not begun its second-stage ramp.    Test 15B indicated 
the engine could satisfactorily restart at these hardware temperatures, 
if the PU valve were moved to the open position.    At engine shutdown on 
test 15B (T0 + 1.36 sec),  MOV had begun its second-stage ramp.  Test 17B 
was a satisfactory restart with an open PU valve and turbine hardware at 
the highest temperatures expected for Saturn V (flight 501). 

20 

218 

248 

113 

223 

205 

166 

156 



AEDC-TR.67-115 

5.3   ENGINE START INVESTIGATION FOR SIVB/SV FIRST BURN 

The primary objectives of the first burn tests in this series were to 
(1)  investigate the worst-case conditions for fuel pump stall,  (2) investi- 
gate GGOT during the start transient,  (3)  investigate fuel lead effects at 
pressure altitude,  and (4)  compare AEDC and flight data. 

5.3.1 Fuel Pump Stoli Investigofion 

For conditions conducive to pump stall on tests at AEDC,  no pump 
stall tendencies were observed.    The minimum stall margin on this 
series was approximately 850 gpm on tests 14A and 18A.    The fuel pump 
performance is presented in Fig.   33, 

It should be noted that the fuel flow for the headflow plots is total 
pump flow obtained by adding estimated GG flow rate to the measured 
thrust chamber flow rate.    The estimated GG fuel flow rate is based on 
calculated data from steady-state performance and is 4. 5 percent of 
thrust chamber fuel flow rate. 

5.3.2 Go« Generator Temperatures 

Although no engine cutoffs caased by excessive GG temperature 
occurred on first burn tests, the GG transient temperatures were of 
interest.    Test data taken at AEDC had shown the GG transient tempera- 
tures at altitude were higher by approximately 500°F than recorded dur- 
ing acceptance tests. 

Tests 12A,   13A,   14,   15A,  and 15C (first burns) were conducted 
with an ambient temperature environment however,   data from flight 
AS 203 (Ref.   5) indicated a thermal environment around the engine of 
-60 to -80°F at ES.    Since subjecting the engine to a thermal environ- 
ment of this degree would have required major facility modification, 
it was decided to subject only critical engine components to this environ- 
ment.    As shown in Table V,  the'turbine crossover duct and associated 
hardware were preconditioned on first burn simulations, beginning with 
test 16A.    The MOV closing control line and pneumatic control package, 
as well as the turbine crossover duct,  were preconditioned on test 19. 

Effects on GG temperature could not be established from this series of 
of tests as a result of variations in start tank energy,   PU valve position, 
fuel lead time,  and thrust chamber conditioning.    As discussed earlier 
(Section 5. 2. 1) a reduction in turbine crossover duct temperature results 
in a lower energy addition to the start tank gases during start tank blow- 
down,  which tends to reduce the maximum GG temperature. 

21 



AEDC-TR.67-115 

5.3,3   Fuel Leod" Effects at Altitude 

Thrust chamber preconditioning and fuel lead effects at altitude were 
investigated during this series of tests.    As previously discussed,  a low 
fuel system resistance (cold thrust chamber) results in a lower GG fuel 
injector pressure and,  consequently,  contributes to the higher GG tem- 
peratures.    The fuel lead more effectively chills the thrust chamber at 
altitude than at sea-level pressures.    The major differences observed at 
altitude conditions were (1)   a lower back pressure which produces sonic 
flow through the injector and throat shortly after ES and (2) less heat 
transfer to the thrust chamber than at sea level as a result of eliminating 
the sea-level test devices (nozzle diffuser and exit igniters) and convec- 
tive heating because of air circulation.    The effectiveness of the fuel lead 
at altitude is presented in Fig,   34.    In all tests conducted,  the fuel injec- 
tor temperature was below -150°F in less than 5 sec after ES. 

5.3.4   Comparison of Flight ond AEDC Data 

5.3.4.1 Engine Start Transient 

One of the primary purposes of tests 17A and 19A was to obtain data 
at AEDC comparable to flight data.    Start requirements for these tests 
were similar to conditions on Saturn IB flights at ES.    The ES conditions 
for flight AS 201 (Ref.   6),  202 (Ref.   7),   203 (Ref.   5),   and AEDC tests 
17A and 19 are shown in Table XI.    The ES transient data from AEDC 
tests compare satisfactorily with the limited data available from flight. 
Comparison of thrust chamber pressure,   MOV position,  fuel pump dis- 
charge pressure,  fuel pump performance,  and oxidizer pump discharge 
pressure for tests 17A,   19,   and flight are shown in Figs.  35 through 39, 
respectively. 

5.3.4.2 Thrust Chamber Temperatures during Boost-Phase Warmup 

A 550-sec boost-phase warmup was conducted on tests 14A and 19. 
The tests were to simulate thrust chamber warmup for the boost phase 
of the S-IVB stage first burn on flight 501.    These data were compared 
with flight data obtained on AS 203 in Fig.   40.    Although AS 203 had only 
a 145-sec boost phase, the thrust chamber warmup rates for the throat 
(Fig.  40a) compare very well with data obtained at AEDC.    Warmup 
rates for AS 201 and 203 were 0. 15 and 0. 21°F/sec,  respectively,  com- 
pared with rates of 0. 1 and 0. l2°F/sec obtained at AEDC.    The thrust 
chamber exit temperature comparison (Fig, 40b), however,  indicates 
the exit warmup rate obtained at AEDC is influenced by heat transfer 
between cell inerting gases (see Section IV) and the thin wall of the thrust 
chamber.    Engine ambient pressure during the 550-sec simulated boost 
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phase ranged from 1. 0 psia at T - 550 sec to 0. 1 psia at T - 50 sec. 
Differences in thrust chamber exit warmup rates obtained at AEDC are 
primarily a result of the removal of the Larodyne insulation from the 
thrust chamber and installation of the thrust chamber heater blankets 
between tests 17 and 19. 

5.3.4.3   Fuel Lead Effects 

A comparison of fuel lead effects for 8-sec fuel leads conducted 
at AEDC and a 12-sec fuel lead conducted at the end of the first orbit 
on flight 203 further emphasizes the correlation between altitude test- 
ing and flight.    The thrust chamber throat (CO 199} and the fuel injec- 
tor (CO 200) temperatures compare Very well between AEDC and flight 
(Fig. 41).    However, the thrust chamber exit temperatures at AEDC do 
not compare closely with the flight data. 

5.4  ENGINE PERFORMANCE 

Engine performance data were calculated from test measurements 
utilizing the PAST 640 computer program,  a standard J-2 engine per- 
formance program developed and programmed by the engine manufac- 
turer.    This program calculates the engine and engine component 
performance based upon (1)  measured data and (2)  measured data with 
pump inlet conditions normalized to standard pump inlet conditions. 
The required program constants,  which included engine dimension 
measurements,  engine flowmeter calibration constants,  pump headflow, 
pump efficiency,  and thrust coefficient curve fit constants,  were pro- 
vided by the engine manufacturer.    Engine test measurements required 
by the performance program were obtained from the digital data acquisi- 
tion system by averaging the 40 data samples obtained in the 1-sec time 
intervals of interest.    Fuel and oxidizer engine flowmeter cyclic output 
data were manually reduced from oscillograph traces.    Pertinent per- 
formance program equations and measured data required are presented 
in Appendix III. 

Selected engine performance data computed from measured data 
(Table XII) and measured data with pump inlet conditions normalized 
to standard conditions (Table XIII) are presented.    Also, for comparison 
purposes, test 315001 of the acceptance tests on engine S/N J-2052 (at 
the altitude facility of the engine manufacturer) is included.    Perform- 
ance data from test 315001 are in good agreement with performance data 
from tests conducted at AEDC. 
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Programmed engine firing durations during this series of tests at 
AEDC ranged from 5 to 50 sec.    Performance data were computed and 
are presented for all tests of 30-sec duration or longer.    Data from test 
12B (50-sec duration) and 15A (40-sec duration) indicate that engine per- 
formance has essentially reached steady state after 30 sec of operation 
at altitude conditions.    Plots of thrust chamber mixture ratio,  GG mix- 
ture ratio,  thrust chamber pressure,   and characteristic velocity are 
presented for firings 12B and 15A in Figs.  42 and 43. 

Factors limiting the confidence level in the engine performance 
data are: 

1. Engine thrust was not measured,  but was calculated 
from a chamber pressure relationship established 
during acceptance tests. 

2. Redundant propellant flowmeters were not used. 

3. Fuel tank repressurant flow was calculated. 

The basic engine performance at AEDC is depicted in Figs.  44 and 
45.    It is noted from these figures that the thrust chamber fuel and GG 
propellant flow rates are consistently lower than average engine data 
but compare closely with the acceptance test data.    The curves pre- 
sented represent average J-2 engine performance (Ref.   2). 

Performance data indicate there was no significant degradation of 
turbine efficiencies through this series of tests (Fig.  46).    Although the 
oxidizer turbine performance was not expected to shift,  some concern 
had been expressed over the fuel turbine efficiency because of the high 
GG temperatures experienced.    The fuel turbine inspections after tests 
11 and 13 indicated no significant turbine erosion; the performance data 
support this conclusion. 

A shift in fuel pump efficiency was noted after test 13.    Data from 
test 13A compared very well to acceptance test data.    At the present 
time,   no explanation can be given for the shift.    Figure 47 shows the 
fuel and oxidizer pump efficiencies for these tests. 

SECTION VI 

SUMMARY OF RESULTS 

Tests 12 through 19 of the J-2 rocket engine (in the Saturn S-IVB 
stage configuration) were conducted from December 2,   1966, to February 
5,   1967,   in Propulsion Engine Test Cell (J-4).    Pressure altitudes at ES 
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ranged'from 93, 000 to 111, 000 ft.    The results of the 14 engine firings of 
this test series are summarized as follows: 

1. Test 12B, a restart with a very low thrust chamber 
resistance to fuel flow,  indicated that the 8-sec fuel 
lead was not the prime contributor to the GG overtem- 
perature cutoff experienced on test 11B. 

2. Test 13B ES occurred with turbine hardware tempera- 
tures comparable to those experienced on flight AS 203 
after one orbit.    As a result,  the GG temperature 
reached 2426°F just before ESCS shut down the 
engine. 

3. On the average, the second-stage MOV delay time 
exceeded the pre-fire sequence check times by 93 msec 
on first burn tests and 223 msec on restart tests 15B 
and 17B.    On test 13B,  also a restart,   MOV failed to 
begin the second-stage ramp. 

4. Test 15B,  the first time the J-2 engine had been started 
at a PU valve setting of -22 deg,  resulted in a GG over- 
temperature cutoff; however, the maximum GG tempera- 
ture (2132°F) was 294 °F lower than on test 13B. 

5. Test 17B,  a successful restart at a PU valve setting of 
-29 deg,  experienced a maximum GG temperature of 
2176°F.    Although this temperature is high,  the test 
indicated the engine could be restarted at worst-case 
turbine hardware temperatures expected on Saturn V 
(flight 501).    Before test 17B, the GG temperature cutoff 
limit was raised from 2000 to 2200°F. 

6. Flight and AEDC data on tests 17A and 19 for engine per- 
formance, fuel lead effects, and boost phase warmup 
compare well. 

7. Although engine performance of engine S/N J-2052 at 
AEDC is low compared to average engine performance, 
it compares closely with acceptance test data. 

8. Performance data from tests at AEDC indicate the engine 
is essentially at steady state after 30 sec of operation at 
altitude. 

9. Test 14, worst-case pump stall conditions tested during 
this series,  experienced a minimum stall margin of 
850 gpm. 
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10. Vibration safety counts were experienced on 13 of the 14 tests 
conducted in this series. 

11. The combination of low fuel pump inlet pressure and 
high oxidizer pump inlet pressure resulted in ASI 
ignition detect probe failure on three tests. 
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o.   Before Painting 

Fig. 2   Thrust Chamber Insulation (S-IVB Configuration) 
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b.   After Painting 

Fig. 2   Concluded 
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Fig. 5   Details of the J-2 Engine Injector 
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Fig. 10   Test Cell J-4 
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a.   Photograph 

Fig. 11   Test Article Installation in Test Cell J-4 
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TABLE I 

NOMINAL   PERFORMANCE OF  THE J-2 ENGINE 

Engine 

Thrust,  Vacuum, lb 225, 000 
Mixture Ratio,  O/F 5.50 
Total Propellant Flow Rate,  lb/sec 531. 8 
Chamber Pressure,  psia 778 

Qxidizer Turbopump 

Pump 
Inlet Pressure,  psia 39.00 
Discharge Pressure,  psia 1081 
Flow Rate, lb/sec                                                                    ,  458. 6 
Power,   bhp 2202 
Speed,   rpm 8572 

Turbine 
Inlet Pressure (Total),  psia 85.9 
Outlet Pressure (Static),  psia 32.2 
Inlet Temperature,  °F 770 
Outlet Temperature,  CF G12 

Fuel Turbopump 

Pump 
Inlet Pressure,  psia 30.00 
Discharge Pressure,  psia 1225 
Flow Rate, lb/sec 82. 5 
Power,  bhp 7739 
Speed,   rpm 26702 

Turbine 
Inlet Pressure (Total),  psia 633. 6 
Outlet Pressure (Static),  psia 87,1 
Inlet Temperature,   °F 1200 
Outlet Temperature,  °F 770 

Gas Generator 

Chamber Pressure,  psia 654. 7 
Mixture Ratio,  O/F 0. 939 
Total Propellant Flow Rate,  lb/sec 7. 02 

Tank Pressurization Flow Rates 

Hydrogen,   lb/sec 0.80 
Oxygen,  lb/sec 1. 8 
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TABLE II 
MAJOR J-2 ENGINE S/N J-2052 COMPONENTS 

(EFFECTIVE TEST J4-1554-12) 

Part Name P/N 

Thrust Chamber Body 
Thrust Chamber Injector Assembly 
Fuel Turbopump Assembly 
Oxidizer Turbopump Assembly 
Start Tank 
ASI 
GG Oxidizer Injector and Poppet Assembly 
GG Fuel Injector and Combustor 
Pneumatic Control Assembly 
Electrical Control Package 
Primary Flight Instrumentation Package 
Auxiliary Flight Instrumentation Package 
Main Fuel Valve 
MOV 
GG Control Valve 
STDV 
Oxidizer Turbine Bypass Valve 
PU Valve 
Main-Stage Control Valve 
Ignition Stage Control Valve 
He Control Valve 
Start Tank Vent and Relief Valve 
He Tank Vent Valve 
Fuel Bleed Valve 
Oxidizer Bleed Valve 
ASI Oxidizer Valve 
P/A Purge Control Valve 
Start Tank Fill/Refill Valve 
Fuel Flowmeter 
Oxidizer Flowmeter 
Fuel Injector Temperature Transducer 
Restartable Ignition Detect Probe 

206600-31 
208021-11 
459000-121 
458175-71 
303439 
206280-21 
303323 
308360-11 
556947 
502670 
703685 
703680 
409S20 
410431 
309040 
306875 
409930 
251351-11 
558069 
558069 
NA5-27273 
557838 
NA5-27273 
309034 
309029 
308880 
557823 
558000 
251225 
251216 
NA5-27441 
NA5-27298T2 

S/N 

4076553 
4071189 
4078258 
6623549 
0064 
4080118 
407-6827 
2008734 
4078075 
4078604 
4078716 
4078718 
4078041 
4072882 
4078292 
4062591 
4067221 
4068944 
8320433 
8320432 
340921 
4074529 
340916 
4077749 
4077746 
4077205 
4068834 
4079001 
4077752 
4074114 
12775 
107 
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TABLE III 
CONFIGURATION CHANGE RECORD FOR J-2 ENGINE S/N J-2052 

(EFFECTIVE TESTS J4-1554-12 THROUGH J4055409) 

Date Configuration Change 

11/17/66 Addition of Thermocouple per ECP* J2-564/Mod 253 

11/21/66 Accelerometer (P/N ES6412B,  S/N 407) Installed 

11/22/66 Installation of Thrust Chamber Insulation per ECP* 
J2-474R5/Mod 245 

11/28/66 Addition of Critical Component Thermocouples per 
RFD** 6-66 

11/28/66 Black Painting of Thrust Chamber Insulation per 
RFD** 7-66 

12/1/66 Accelerometer (P/N ES6412A,  S/N 384) Installed 

12/2/66 TestJ4-1554-12 

12/7/66 Accelerometer <P/N ES6412,  S/N 564) Installed 

12/7/66 Accelerometer (P/N ES6412,  S/N 275) Installed 

12/10/66 GG Control Valve {P/N 309040 S/N 4055754) Installed 

12/10/66 GG Control Valve Position Indicator 
(P/N 2001611001,   S/N 7-1836) Installed 

12/13/66 Test J4-1554-13 

12/14/66 GGOT Transducer (P/N NA5-27342T4-1,   S/N 511) 
Installed 

12/20/66 Test J4-1554-14 

12/30/66 Installation of MOV Closing Control Line Thermocouple 
per RFD** 8-66 

*Rocketdyne Engineering Change Proposal 
** Rocketdyne Field Directive 
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TABLE II! (Continued) 

Date Configuration Change 

1/4/67 Test J4-1554-15 

1/6/67 Incorporation of Double-Weld Shotpeened Flange to 
Tube Joint-Main Fuel and Oxidizer Turbine Bypass 
Valves Control Line per ECP* J2-544/Mod 236 

1/6/67 Deletion of ASI Chamber Pressure Static Stage 
Instrumentation Line per ECP* J2-437-1/Mod 246 

1/13/57 TestJ4-1554-16 

1/13/67 Spark Assembly Igniter (P/N 206280-21,  S/N 4084017) 
Installed 

1/13/67 Fuel Turbine Inlet Temperature Transducer {P/N NA5- 
27323T3,  S/N 272) Installed 

1/14/67 Addition of Accelerometer Mount on Oxidizer Dome per 
ECP* J2-549/Mod 247 

1/14/67 Installation of Turbine Crossover Duct Flight 
Temperature Transducer per ECP* J2-547/Mod 241 

1/16/67 Start Tank Vent and Relief Valve (P/N 557828-X2, 
S/N 4046446) Installed 

1/16/67 Installation of Air Filler Valves on ASI and GG Spark 
Igniter Cable Assembly per ECP* J2-538/Mod 244 

1/19/67 Test J4-1554-17 

1/20/67 Restartable Ignition Detect Probe (P/N NA5-27298T2, 
S/N 213) Installed 

1/20/67 GGOT Transducer (P/N NA5-27342T4-1,  S/N 506) 
Installed 

r/23/67 Addition of Spare Turbine Crossover Duct Thermocouples 
per RFD** 5-67 

1/23/67 Installation of MOV Closing Control Line Pressure 
Monitor per RFD**6-67 

1/25/67 Oxidizer Turbine Bypass Valve (P/N 409930, 
S/N 4081832) Installed 

*Rocketdyne Engineering Change Proposal 
**Rocketdyne Field Directive 
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TABLE III (Concluded) 

Date Configuration Change 

1/25/67 Oxidizer Turbine Bypass Valve Position Indicator 
(P/N 408012A,  S/N 8288303) Installed 

1/26/67 TestJ4-1554-18 

1/27/67 Addition of Thrust Chamber Thermocouples per RFD** 
7-67 

1/27/67 Installation of Thrust Chamber Heater Blanket 
per RFD** 8-67 

1/27/67 Addition of GG Valve Balance Line Purge per 
RFD** 9-67 

1/30/67 Installation of He Regulator Chilling System per 
RFD** 10-67 

1/31/67 Inspection of Start Tank Weld per RFD** 11-67 

2/2/67 He Control Solenoid (P/N NA5-27273,   S/N 335164) 
Installed 

2/5/67 TestJ4-1554-19 

#* Rocketdyne Field Directive 
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TABLE IV 
INSTRUMENTATION SUMMARY 

Item 
No. 

Parameter 

Temperature 

1 Fuel Pump Inlet 

2 Fuel Pump Inlet 

3 Oxidizer Pump Inlet 

4 Oxidizer Pump Inlet 

■    5 Fuel Pump Discharge 

6 Fuel Pump Discharge 

7 Oxidizer Pump Discharge 

8 Oxidizer Pump Discharge 

9 Fuel Bleed Valve 

10 Fuel Bleed Valve 

11 Oxidizer Blued Valve 

12 Oxidizer Bleed Valve 

13 Main Fupl Injector 

H AS! Fuel Injector 

13 AS1 Ox id u or Injector 

15      .  Fuel Turbine Inlet 

17 GG Overtem(ieralure 

18 Fuel Turbine Outlet 

19 Oxidizer Turbine Inlet 

20 Oxidizer Turbine Outlet 

21 Fuel Pump Bearing 

22 Oxidizer Pump Bearing 

23 Oxidizer Valve Act. Cap 

24 Fuel Siart Tank 

AEDC 
Code 

TFPI-1 

TFPI-2 

TOPI - ] 

TOPI-2 

Tl'PFl-lP 

TFPD-2 

T0PD-1P 

TOPD-2 

TFRV-lA 

TFBV-2 

TOBV-IA 

TOBV-2 

TFJ-1F 

TI'ASU 

TOAS1J 

TFT1-1P 

TGGO-IA 

TFTO 

TOTI-IP 

TOTO-IP 

TFPB-1A 

TOPB-1A 

TSOVC 

TFST-1P 

Tap 
No. 

PFTI 

PFTI 

POT 3 

POT 3 

CFT2 

IFT1 

IOT1 

TGT1 

GGT1 

TCT2 

TGT3 

TGT4 

TFT1 

Range 

-425 to -415 

-425 to -400 

-300 to -275 

-310 to -270 

-425 to -400 

-425 to -400 

-300 to -250 

-300 to -250 

-425 to -37b 

-425 to -375 

-300 to -250 

-300 to -250 

-425 to +100 

-425 to 4100 

-300 to 4 100 

0 to 1800 

0 to 2000 

0 to 1U00 

0 to 1200 

0 to 1000 

-426 lo -325 

-300 to -250 

-325 to 150 

-350 to +100 

o L> 

x 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

a 5* 

o 
7i SI 

Ö on 

Q. u 

m U 

v 
■a 

*> i* e o 
01   o 
>  v 

Remarks 

Added on Test 13 
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TABLE IV (Continued) 
> 
m 
o 
n 

Item 
No. Parameter AEDC 

Code 
Tap 
No. Range SB 

o 
V 

s.» 
o 

0  ta 55 CJ 

u 
u 

■o 

s o 
>    0> 

Remarks 

Temperature °F 

25 Fuel Start Tank TFST-2 TFT1 -350 lo+lOO 

25 He Tank THET-1P NNT1 -350 to +100 X 

27 Electrical Control Package TECP-1P NST1A -300 to +200 X X 

23 Electrical Control Package TECP-2 NST1B - 300 to +200 X 

29 Primary Instrument Package TPIP-IP -300 to +200 X 

30 Auxiliary Instrument Package TAIP-IP -300 to+200 X 

31 Thrust Chamber Jacket TTC-1P CS1 -425 to +100 X X 

32 Thrust Chamber Jacket TTC-2 CSlA -425 to +100 X 

33 Thrust Chamber Skin TSC-IT -300 to +300 X 

34 Thrust Chamber Skin TSC-IF. -300 to 4300 X 

35 Thrust Chamber Skin TSC-2E -300 to+300 X 

36 Thrust Chamber Skin TSC-3T -300 to +300 X 

37 Thrust Chamber Skin TSC-3E -300 to+300 X 

3B Thrugt Chamber Skin TSC-4T -300 to+300 X 

39 Thrust Chamber Skin TSC-4K -300 to + 300 X 

40 Thrust Chamber Skin TSC-5T -300 to +300 X 

41 Thrust Chamber Skin TSC-5E -300 to +300 X 

42 Thrust Chamber Skin TSC-6T -300 to +300 X 

43 Thrust Chamber Skin TSC-6E -300 to +300 X 

44 Thrust Chamber Skin TSC-7E -300 to +300 X X 

45 Thrust Chamber Skin TSC-BT -300 to+300 X 

46 Thrust Chamber Skin TSC-8E -300 to+300 X 

47 Oxidizer Recirculate« Pump Return 
Line TORFR -300 to -140 

* ■ 



TABLE IV (Continued) 

03 

Item 
No. 

Parameter 
AEDC 
Code 

Tap 
No. 

Range 

o 
It! 

ä * 

o 

■r!  a 

O ofl 

4-1 a. u 
? a 

in O E
ve

nt
 

R
ec

or
de

r 

Remarks 

Temperature !£ 
4a Fuel Recirculation Pump Return Line TFRPR -425 to -250 X 

49 Oxidizcr,  Recirculation Pump Outlet TOKPO -300 to -250 X 

50 Fuel Recirculation Pump Outlet TFRPO -425 to -410 X 

51 Fuel Run Tank TFRT-1 -425> to -413 X. 

52 Fuel Run Tank TFHT-2 -425 to -413 X 

53 Oxirtlzer Run Tank TORT-i -300 to -287 X X 

54 Oxidizer Hun Tank TORT-3 -300 to -287 X 

55 Fuel Tank Pressure Vent Line TFVL -400 to +100 X 

56 He Regulator Body TBHR-1 -200 to +400 X X Added on Test 19 

57 He Regulator Body TBHR-2 -200 to +400 X X Added on Test 19 

58 Fuel Purap Discharge Duct TFPDD -320 to    300 X 

59 Fuel Turbine Discharge Collector TFTD-1 -200 to    800 X 

30 Fuel Turbine Discharge Collector TFTD-2 -200 to   BOO X 

61 Fuel,Turbine Discharge Line TFTD-3 -200 to 1000 X X 

C2 Fuel Turbine Discharge Line TFTD-4 -20O to 1000 X X 

03 Thrust Chamber Exit TTCEP-1 -425 to    100 X 

•34 Thrust Chamber Exit TTCEP-2 -425 to    100 X 

65 Oxldlzer Bootstrap Line TOBS -300 to    500 X 

66 Thrust Chamber Skin TSCS-J -300 to    500 X 

67 Thrust Chamber Skin TSC9-2 -300 to    500 X 

58 Thrust Chamber Skin TSC9-3 -500 to   500 X 

69 Thrust Chamber Skin TSC 10-1 -300 to   500 X 

70 Thrust Chamber Skin TSC10-2 -300 to   500 X 

71 Thrust Chamber Skin TSC10-3 -UUOto   500 X 

Oi 



TABLE IV (Continued) > 
m 
O 
n 

CO 
o 

Hem 
No. Parameter 

AEDC 
Code 

Tap 
No. 

Range 
i U 
u a 

1 
0 

0 to 

a. t. 
■r1 d 

u 
01 

•0 

S 0 a u 
>   i> 

Remarks 

Temperature °_F_ 

72 Thrust Chamber Skin TSC11-1 -300 to 500 X 

73 Thrust Chamber Skin TSC11-2 -300 to 500 X 

74 Thrust Chamber Skin TSC11-3 -300 to 500 X 

75 Thrust Chamber Skin TSC 12-1 -300 to 500 X 

76 Thrust Chamber Skin TSC12-2 -300 to 500 X 

77 Thrust Chamber Skin TSC12-3 -300 to 500 X 

78 Thrust Chamber Skin TSC13-1 -300 to 500 X 

7fl Thrust Chamber Skin TSCJ3-2 -300 to 500 X 

30 Thrust Chamber Skin TSC13-3 -300 to 500 X 

61 Thrust Chamber Skin TSC14-1 -300 to 500 X 

82 Thrust Chamber Skin TSC14-2 - -300 to 500 X 

33 Thrust Chamber Skin TSC14-3 -300 to 500 X 

84 5TDV TVBST-D -300 to 500 X 

85 Start Tank Fill Valve TVBST-F -300 to 500 X 

86 STDV Solenoid TVBST-S -300 to 500 X 

67 Start Tank Vent Valve TVBST-V -300 to 500 X 

as LO2 Valve Actuator Line Skin 
Temperature TSOVAL-2 -325 to 150 X Added on Test 18 

B9 Cell TA-1 -50 to eoo X 

90 Cell TA-2 -50 to 800 X 

91 Cell TA-3 -50 to BOO X 

92 Cell TA-4 -50 to B00 X 

93 Thrust Chamber Skin TSC-15 -300 to 500 X Added on Test 19 

" 
Thrust Chamber Skin TSC-16 -3D0 to 500 X Added on Test 19 



TABLE IV (Continued) 

CO 

Item 
No. 

Parameter 
AEDC 
Code 

Tap 
No. 

Range 0 a 
* < 

0 

% 
s? s. a a 

1 
0 

0 s 
0   BO 

a 'S 

01 

£   0 i,   c 
>   <u 

Remarks 

Temperature °JL 
95 Thru&t Chamber Skin TSC-17 -300 to 500 X Added on Test 19 

96 Thrust Chdmber Skin TSC- 18 -300 to b00 X Added on Test 19 

9V LO2 Volv« Actuator Line Skin TSOVAL-1 -200 to 100 X X Added on Test 15 

98 Fuel Turbinu Discharge Collector TFTD-1R -360 to 1MO0 X Added on Test 17 

99 Fuel Turbine Discharge Collator TFTD-2R -360 to 1200 X Added on Test 17 

100 Fuel Turbine Discharge Culler-tor TFTD-3R -3G0 to 1200 X X Added on Test 17 

101 Fuel Turbinu Discharge Collector 

Pressure 

TFTD-4R -360 to 1200 

psia 

X Added on Test 17 

102 Thrust Chamber Pressure PC-IP CGI 0 to 1000 X 

103 Thrust Chamber Pressure PC-2 CGI 0 to 1000 X X 

104 Thrust Chamber Pressure PC-3 CGI A 0 lo 1000 X X 

105 ASI Chamber PCAS1 IG1 0 to 1000 X X Deleted after Test 17 

106 Fuel Jjiket Inlet Manifold PFMI CF1 0 to 2000 X 

107 GG Ojfidizer Diced Valve POBV 0 to 1500 X 

10B GG  Fuel Injector PFJGG-1A GF4 0 to 1000 X X 

100 GG Fuel Injector PFJGG-2 GF4 0 to 1000 X X 

no GG Oxidizer Injector POJGG-1A G05 0 to 1000 X X X 

111 GG Oxidizer Injector POJGG-2 COS 0 to 1000 X 

112 GG Chamber PCGG-1P GG1 0 to 1000 X X X 

113 GG Chdmber PCGG-2 GG1A 0 to 1000 X 

114 Oxidizer Tutbfne Inlet POTI-1A TG3 0 to 200 X 

115 Oxidizer Turbine Outlet POTO-1A TG4 oto 100 X 

116 Oxidizer Turbine Outlet POTO-2 TG4 0 to 100 X 

117 Bypass Nozzle Inlet PGBN1 0 to   200 X 

D 
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•Nl 



TABLE IV (Continued) 

CD 
(S3 

Item 
No. 

Parameter AF.nc 
Code 

Tap 
No, 

Rjnge 
a u 
a Q a < 

u 
o 

— s. 

O t» 

a. i* 
-  eg 

h ■= 

Li 
V 

c o 
v   y 
>   v 

U K 

Remarks 

Pressure psia 

118 PU Valve Inlet PPUVJ-1A POB 0 to 1000 X 

119 PU  Valve Outlet PPUVO-1A P03 0 to 500 X 

120 Fuel Pump Balance Piston Cavity FFPC-1A 0 to 1000 X 

121 Oxidizer Pump Bearing Coolant POPBC-1A 0 to 500 X 

122 Oxidizer Pump Bearing Coolant POPBC-2 0 to 500 X 

123 Oxidizer Pump Primary Seal Cavity POPSC-1A 0 to 50 X 

124 Fuel Start Tank PFST-JP TF1 0 to 1500 X X 

125 Fuel Start Tank PFST-2 0 to 1.100 

126 He Tank PHET-lP NN1 0 to 35 00 X X 

127 He Tank PHET-2 NN1 0 to 3500 

128 Engine Regulator Outlet PHRO-1A 0 to 750 X 

129 Engine Regulator Outlet PHRO-2 0 to 750 X 

130 Fuel Pump Interstage PFPS-lP 0 to 200 X X X 

131 Fuel Recirculation Pump Return Line PFRPR 0 to 50 X 

132 Oxidizer Recirculation Pump Return 
Line PORPR 0 to 100 X 

133 Fuel Recirculation Pump Outlet PFRPO 0 to 100 X 

134 Oxidizer Recirculation Pump Outlet PORPO 0 to 200 X 

135 Fuel Tank Ullage PFUT 0 to 100 X 

136 Oxidizer Tank Ullage POUT 0 to 100 X 

137 He Supply PHES 0 to 5000 X 

13B Fuel Tank Pressure Vent Line PFVL 0 to 500 X 

139 Fuel Pump Inlet PFPI-3 0 to  200 X X 

140 Oxidizer Pump Inlet POP1-3 0 to   200 X X 

> 
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TABLE IV (Continued) 

CD 
00 

Horn 
No. Parameter 

AEDC 
Code 

Tap 
No. 

Range 

Ä    1/1 

Sr  a 

0 

O    M 

a, L* 

tnO 

a 
■v 

a 0 
91 0 
>  tu 

W Pi 

Remark? 

Pressure psia 

Ml Fuel Taporf Orifice Outlet PFOl-lA 0 to 10D0 X 

142 Pneumatic Control Module Outlet PHECMO 0 to 750 X 

14,1 Fuel Pump Inlet PFPI-1 0 lu  100 X 

144 Fuel Pump I nipt PFP1-2 0 to  100 X 

145 Oxidize»' Pump Inlet POPI-1 0 to 100 X 

146 Oxidizer Pump Inlet POPI-2 0 to 100 X 

147 Fuel Pump Discharge PFPD-1P PF3 0 to 1500 X 

146 Fuel Pump DlsutMige PFPD-2 PF2 0 to 15Q0 X X X 

140 Oxidizer Pump Discharge POPD-lP P03 0 to 1500 X 

J5Ü Oxidizer Purrip Discharge POPD-? P02 0 to 1500 X X X 

151 Main Fuel Injector PFJ-1A CF2 0 to 1000 X X 

152 Main Fuel Injector PFJ-2 CF2A 0 to 1000 X X 

153 Main Oxidizer Injector POJ-1A C03 0 to 1000 X 

154 Main Oxidizer Injector PO.I-2 CO 3 A 0 to 1000 X X X 

155 Fuel Pump BdiAncc Cavity PFPC-2 0 to 1000 X 

156 Oxidizer Pump Primary Seal Cavity POPSC-2 0 lo 50 X 

157 Oxidizer Re circulation Pump PHEOP 0 to 500 X 

158 Cell PA1 0 lu 0. 5 X X 

159 Cell PA 2 0 lo 1.0 X X 

1G0 Cell PA 3 0 to 5 X X 

iei Spray Chambur PEC4D-1 0 to 1. 0 X 

lf>2 Thrust Chamljei  Fuel Jacket Purge PrcFJP 0 to 1O0 X 

163 Main LO2 Valve Closing Control POVCC 0 10 500 X Added on Test 18 
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TABLE IV (Continued) 

to 

u 1 91 

Item 
No. Parameter AEDC 

Code 
Tap 
No. 

Range S3 
o 

O   BO 

ft   L, c o et a 
> S 

Remarks 

Flow g£g. 
164 Main Fuel Flowmeter QF-1A PFF 0 to 9, 000 X X 

165 Main Fuel Flowmeter QF-2 PFFA 0 to 9.000 X X X 

166 Main Oxidizer Flowmeter QO-1A POF 0 to 3, 000 X X 

167 Main Oxidizer Flowmeter QO-2 POFA 0 to 3,000 X X X 

168 Fuel Recirculation Flowmeter QFRP 0 to 160 X 

163 Oxidizer Recirculation Flowmeter QORP 0 to 50 X 

170 Fuel Flow Stall Approach Monitor 

Speed 

QF-2SD 0 to 9,000 

rpm 

X X 

171 Fuel Pump NFP-1P PFV 0 to 30, 000 X X 

172 Oxidizer Pump NOP-IP POV 0 to 12,000 X X 

173 Fuel Chilldown Motor NFRP 0 to 15,000 X 

174 Oxidizer Chilldown Motor 

Event 

NORP 0 to 15, 000 X 

175 ES Command EES X X 

176 Engine Cutoff Signal EECO X X X 

177 Fuel Prevalve Closed/Open EFPVC/O X X Added on Test 18 

178 Oxidizer Prevalve Open EOPVO X X Added on Test IB 

179 Oxidizer Prevalve Closed EOPVC X X Added on Test 18 

180 He Control Solenoid On EHCS X X 

1B1 Start Tank Discharge Control 
Solenoid On ESTDCS X X X 

182 Ignition Phase Control Solenoid On EIPCS X X 

183 Ignition Detected EID X X 
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TABLE IV (Continued) 

CD 
U1 

Item 
No. 

■Parameter AEDC 
Code 

Tap 
No. Range u Q 

3< 
* in 

u 

a! 

S.o. 
o a 

Q.  U 

u 
V 
•a 

«  u c  o 
V  o 
>    4> 

Remarks 

Event 

194 Main-Stage Control Solenoid On EMCS X X 

1B5 Engine Cutoff Loek-In EECL X X 

IBS MS OK No.   1 Pressurized EMP-1 X X 

187 MS OK No.  2 Pressurized EMP-2 X X 

IBS Fuel Injection Temperature OK 

Position 

EFJT X X 

18H PU Valve Pöt Output LFUTOP X X X 

190 Main Fuel Valve LFVT X X 

191 MOV LOVT X X 

192 GG Valve LGGVT X X 

1H3 Oxidizer Turbine R,y|M^=, V^lvc LOTBVT X X 

194 STDV 

Vibration 

L£TDVT 

£- 

X X 

195 Thrust Chamber Dome urcD-i ±500 X X 

19fi Thrust Chamber Dome UTCD-2 ±50 X X 

197 Fuel Pump UFPR 0 to 2000 X 

198 Oxidize r Pump UOPR 0 to 2000 X 

199 Thrust Chamber Dome UTcn-3 0 to 2000 X X 

200 No.   1 VSC Counts UIVSC X 

201 No. 2 vsc Counts U2VSC 

- 

X 
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TABLE IV (Concluded) 

CD 

Item 
No. 

< 

Parameter AEDC 
Code 

Tap 
No. 

Range ÖÜ 
S3 
ä in 

u 

ta> a. 
to*   , 

o 
o. u 

ii * 

4>     Li 
C     □ Remarks 

Rate 

202 GG Spark Rate No.   1 RGGS-1 X 

203 GG Spark Rate No.   2 RGGS-2 X 

204 ASI Spark Rate No.   1 RASIS -1 X 

205 ASI Spark Rate No.   2 

Forces 

RASIS-2 

l^L 

X 

206 Side-Load Forces < Pitch) FSP-1 ±20, 000 X X X 

207 Side-Load Forces (Yaw) 

Current 

FSY-1 ±20, 000 X X X 

206 Control Current ICC X X 

200 Ignition Current 

Volts 

IIC 

■ 

X X 

210 Control Bus VCB X X 

211 Ignition Bus VIB X X 
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n 



TABLE V 
ENGINE PURGE SEQUENCE AT AEDC 

to 

*         £    </    //    <*°            <f   f? 
t                     /             t              t             /                             t             i 

Turbopumr and GO 
(Purge Manifold 
Sycteral 

He,  82 - 125 psla 
JO - 200-F at Customer 
Connecl Panel. 6 scfm 
Nominal 

10 mln -v 

1-3 min-*-J 

 z-min   I Minimum              ——• 
Fuel     I        Following Tank   \ 

\//X Pressurliation*   H 

— ID mm 

w 
- 1-3 min -H - 

Oxidlzer Dome and 
GGOsidiier 
Injector (Engine 
Pneumatic System) 

He.   400 ± 25 psig 
at Knglne Pneumatic 
Package Outlel,  50 to 
200-F at He Kill 
Customer Connect, 
230 »cfnri Nominal 

/ * f     Engine He Tank        ' 
during Start and 
Cutoff Transient 

■ •, 

'/////, 

Oxidlzer Dome 
(Facility Line to 
Instrumentation 
Port COA3) 

N2.   400      450 itain. 
100 - 200* F at Facility 
Check Valve,   200 scfm 
Minimum 

j— to min 

m V/////////////M W//////////////// 
■*    Duration at HoM -*■ 

0«l<tiier Turbopurap 
Intermediate Seal 
Cavity lEngine 
Pneumatic System] 

He,  400 t 25 piig at 
Engine Pneumatic 
Packpge Outlet, 
Engine Ambient 
Temperature. 
2600 -  7000 seim 

15 min —* r -Main -Stage Operat ion - 
(Supplied by Engine 
He Tank) 

-^ 

Wh w/h Y////M 

Thrust Chamber 
Jacket (Purge and 
Preconditiunint 
through Customer 
Connect Line) 

He.  40 - SO psig. 
50 - 200-F al 
Cualomer Connect 
Panel,  SO scfm 
Nominal 

1 

WZ//////////////////; 
Any Time Wal* ■r IJ< On 

He.   12 - H psig 
50 - 200*F at 
Customer Connect 
Fanrl    10 scfm 
Nominal 

t * 
r-10 mln 

'Except When High Puree On' 44 Duration of WQ\IS'/£ 

He,   1O00 psig at 
Customer Connect 
Panel,   10 - 20 lbm/min '/////////< 

»l.imUation imposed. 

tWhen water ia off,  purge occurs only for 15 mln after oxidlzer drop. 

♦ Except when high purge on. 
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TABLE VI 
TEST MATRIX 

> 
m 

n 

JO 
■ 
r> 

CO 
co 

Run Number 12A I3B ISA I3B 14 ISA »SB 15C 10 17A ITB 17C 19 10 

Run Duntloti.   «ec 5,0 60.0 30 0 E.O 9.0 40.0 5.0 5.0 50.0 50 5.0 30.0 30.0 30  0 

Fuel Pump Inlet 
Condftiona at ES 

Freaaure, pela -: «.; "*! 59.5 * 1. S -, SO. 511.5 30.3 11.3 -*. 3,1« 4011.5 4011,5 30 tj 
M*D 

30* I 
0 

Temperature, *F -4*1.3 t 0,4 -43010 4 -43010 4 -431*0.4 -431.010.4 -42110.4 •4211 0.4 -420.110.4-42310.4 •421.010.4 -421.0 10.4 -43210.4 -422 1 0.4 -431.310.4 

OxHUar Pomp lnlel 
Condition« at ES 

Preaaura, pala -: »*J »*o M.S1 J •■•! 41.1*1.5 41.5 t 1.5 30lJ 4,.; 45 1 l.S 45 1 l.S 4SI 1 
»*: »*0 

Temperature, *V -110 1 0.4 -10010.4 -288.4 10.4 389 3 ±0 4 390 110 4 •291.110.4 -201.110.4 200.310 4 -20510 4 •29510.4 -29310.4 -29310.4 - 207.410.4 •39010.4 

Flan Tank 
Condition* at FS 

Preanrt, pal* »»**.' »"** 2°5 
.3,3,* l»0i* iSi*» .330*? 13501» 1373 1 *S 13501'5 

L                   Q_ 
1410110 1390110 1410110 1230110 12S01IO 

Temperatur«,  *T 
•.'«•*■•> -»»*v -,7° * 3°0 ■'"*'» 30 -,M*H 

-200 ,* 
-l70t5°0 •2001«, •250110 ■225110 -230110 •140110 •140110 

Thrual Chamber Tamperirtire 
Candltlona at ES, *F 

Throat -eo * lo -31S1 10 •ilStlO ... -100 or 
Colder 

... ... -215110 ... -200110 ... -901IO 
... -200110 

a*k 165 1 10 ■MS ±10 -223 t 10 ... -100 or 
L-iidcr 

... ... -225110 ... ... ... — ... ... 

Fuel f.aad Time,  »ec 3.0 9.0 1.0 4.3 1.0 4.3 4.» 3.0 O.O 3.5 9.0 2.» 0.0 2.3 

Fuel (n Engine Tim«, min to 110    ' 12« 10 120 »0 10 ... 00 00 10 10 00 00 

Oxldlxer tn Engine Tim«, tnln ao 120 120 10 130 «0 10 ... 00 00 10 00 «0 00 

Propel.ant RectrculaUon, min 10 15 13 10 10 10 10 13 10 10 10 10 10 10 

f ES, de« 0 0 0 0 0 0 -22 0 -31 0 -29 0 -29 0 

PTJ Valve Position Main Stage,   deg 0 0 33. 3 ... 0 33.3 ... 0 33. 3 33.3 -20 -22 33.3 33.3 

Excuralcn Time, 
■ec 

... ... 1 ... ... 10 ... ... 3 5 — 3 s S 

Prevfclve Sequanctnf, Lflflc Normal Normal Normal Normal Normal Normal Normal Normal Normal AuxDUrjr Normal Auxiliary Normal Auxiliary 

MOV Qoaing Control Line 
Temperature    'F 

... ... ... ... ... ... ... ... ... ... ... — ■'«*,.° 
-7,1°, 

Pneumatic Control Package 
Temperature, *F 

... ... ... ... — ... ... — ... ~ ... ... ... ""*a 

Croaaovar Duct Temperatur«, *F — ... ... ... ... ... 
-»*«3 

12S * 3°» -»*3°3 .0.1» 2L*Jt 
Time bet»e*n Multiple Teita. mln 120 ... so ... ... 30 ... ... ... — ... 



TABLE VII 
SUMMARY OF TEST CONDITIONS ANP RESULTS 

CD 
CD 

Trat Number I3A I'B 13A I3B 14 13A I3R I3C IB I7A 17B I'C IB 11 

Tflnt Dale ll-1-rtrt 13 3!» I3-I3-B« 12-13-91 13-JO-»« 1-4-07 1-4-17 1-4-87 1-14.07 1.17.67 1-19-07 I.19-B7 III  »7 3-3-B7 

Pr-emur* Attlttiuf M ES «,000 10« 000 10». 000 10!, 000 103,000 IPG.000 1   1.0M 110,one 111.000 w. 000 109,000   107.0*30 99,000 103.0D0 

Flrlnj Dur»tln*i. »« 5.075 50.0 30.07 1.333 s.07 «0.07 1.3a 3.07 30.07 30.07 3.07 30.07 30.07 30.07 

Fuel Pump Inlet 
Conditions al ES 

Prasau.ro.  pww 34.4 3». 3 38.2 3B. 1 34.11 SB. SB 34.13 33.353 33. 4 40.J7» 39.914 32,404 31.586 11,718 

Temperatur«, •P -4 20.0 -430. 0D 41».8 -411.3 ■431.11a ■47».1 -420.47 -«30.33-42Z.Q3 .422.41 ■421.4« -421.97 • 433. 0B ■431.03 

Oxldiaar Pump Inlet 
Cändillona at ES 

Press irr,   pma 40. IB 40. a 40. a 41.3 41.7 «l.lil 43.23 40.49« Ml. »03 4« 397 43.3a» 43. ISO 17.333 43.01 

Temperatur». T -289.01 •7«?. '9 -3«0.| -291,1 -390.« 391.17 -3«o.aa 3M.BI '293.74 ■393.19 -293.34 •293.03 •2BB.39 ■ 293.03 

aiAjr 1 TaiJi 

Condition« Kl E3 

Pr*»«i.ir«1   pin 1.BS9 l,3fiB 1.384 1.33« i,iae 1,393 1.39: 1.370 1.339 1.3BB 1,373 I.3BS 1.349 1.349 

Tom per» lure. 'F •HI.39 •1». 4 -IV!.« -Uli.4 .|«n.2 -311 -lit IB7.Bg -213.« -210 330 201 -140 -14B 

N-* Tank 

Condition* at ES 

Pr«p*iir«. p*>a a.em 3, S2S 3.U3 3, «11   A 3 OBJ 3, 12B 3,031 1,170 3.031 3.124 3.110 

.237 

3.600 2.717 J.0«3 

Temperttur*. *F •144.41 -its. a -las.» 314.1 -133.1 ■313 -3IB • 117.13 .215.1» • JI9 -213 -133 -130 

Thrunt Cn«mT T*mp#r»t«r« 
Thtwt • 1 10 -2i a -210 -1 -mi B2 • 1 -234 43 ■311 32 •B« 68 ■ 331 

C-ndtilonn at ES. *F 
Exit -IfiO -31« -307 -a •107 41 •3 -333 4B -13a 13 .9« M .130 

Fuel Ltirt Time, «c 3. 110 3.093 1.031 4.730 1.9SI 4.431 4.431 3.11« H, mn 2. A4» B. 30B 1.043 7. «74 3.333 

Fuel In FnglTw Tim«,  mir 63 ISO* «»* to to* 7B 10 40* 143* 112 10 to 33* 00 

Uxldixer In Entitle Tlmr,   mln A3 lii- 99' to 10B 7B tn 404 141> 1» 10 B0 33» ■0 

PropellKnt Rculrculatlon, mln 12 lS 13 in 10 10 10 17 11 10 • II 10 10 

VSC DurlUun.  (»•■•. «a ■ a 00 41) IS 

I. 714) 

0 13 30 21 31 a 30 15 B 

C.C. Temperature, *T 
Initial Splhp I.7B3 3.0B0 3.151 3,173 I.5B7 1.0410 3.071 1.7B3 2.02» 2.1102 1,000 1.960 1,914 

Second Spike 1.CCH ... 3.4311 i.soa 1.798 3,13! 1. 740 3,170 I.BB7 — ... 
Thru»! Chamber Dom*  Prim» Tim*,  are O.flM 0.804 0.071 0*1» 1.00J 0.994 0.B31 0.183 0. BB0 0. «74 0.949 0. 90S 1.0J1 1.007 

Tim* from STDV in *nd Stuft MOV Punp,  mire 1. 1*5 1. 103 0.194 1.0:1 Mot t. 4SI l.loi 1.071 1. 14» 1.242 1. 100 t  090 1. 110 

Main -5UII.IT CK Signal, >rc I.7H 1.700 I.B3I ... 1.TI1 1.732 I.7IB 1.903 1.731 1   721 1.B90 1.070 1.111 

Tim** to p. » 330 nala-sec 3.032 3.063 I.B90 1.060 1.450 ... I.9B» 2.311 1.003 3.11« 1.923 3.393 I.IB0 

Cro*aov«r Duct 
T«mp»r»tur*.  *K 

TTTD-3 44 IS 23 203 41 33 213 31 -J3 .32 ISO ■43 .41 -SB 

TFTD-4 45 3» 23 III 4» 34 218 39 -3« -B3 ■ SI ■33 43 ■49 

PU Vilve Poailton.  deg 

ES •0. T •0 7 -o. a a. 0 -0.1 ■0.» -22. a •0. 1 -33. B ■0.7 -17.« -0.6 -27.9 -O.0 

Main Stig«- -0.7 ■0.7 33. a ... -0.» 33. a ... -0.« 32.7 31.6 .27. t .92.9 33.6 31.7 

F.ZRumlan Time ... ... B.D»4 — ... 16.0 IB 0 s. a 3. B a. 0 3 3.3 

PrvvtUva Svuuenctim LOTJIC iDnrnl Normal Nnrm.l Normal Normal Kormol Huron] Norm«! Normal An Normal 

134 

Ana Normal A» 

Tim« b«t*e«n MUlUOl« T#«a. mln IBO ... 31 30 IB3 ... ... 31 ... ... 
MOV ClMlnf Control Un* T*mn*r«ttir», "F ... ... ... ... ... ... 7.24 -1.28 19.34 -7.« 14.112 -EO.S 

L>n*urnar|e Central Piekaa.t Temperatur«,  *K ... ... ... ... ... ... ... ... 
  

... -90.23 
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TABLE VIII 

ENGINE START AND SHUTDOWN SEQUENCE 

> 
m 

n 

o 
o 

Start 

Test 
Number 

Main  Fuel 
Valve Open 

STDV 
Open 

STDV 
Closed 

MOV.   Fir«t 
Stage Open 

MOV. Second 
Stage Open 

GG   Fuel 
Poppet Open 

CG Oxldizer 
Poppet Open 

Oxldizer 
Turbine Bypass 
Valve   Closed Ignition 

Phase 
Timer. 

sec 
Valve 
Delay 
Time, 
sec 

Valvp 
Opening 

Time, 
nee 

Viilvc 
Delay 
Time, 
sec 

Valve 
Opening 

Time, 
sec 

Valve 
Delay 
Time, 

set* 

Valve 
Closing 
Time, 

sec 

Valve 
Delay 
Time, 
»ec 

Valve 
Opening 
Time, 
sec 

Valve 
Delay 
Time, 
aer 

Valve 
Opening 

Tlmfi. 
sec 

Vnlve 
Delay 
Time, 
sec 

Valve 
Opening 
Time, 
aec 

Valve 
Delay 
Time, 
sec 

Valve 
Opening 
Time, 
sec 

Valve 
Delay 
Time, 

sec 

Valve 
Closing 
Time. 

sec 

12A 0.050 0. 069 0. 153 0. 136 0.097 0.262 0.050 0.052 0. 740 2.070 0.076 0.056 0. 168 0.078 0.210 0. 268 0.445 

12B 0.050 0.074 0. 1G6 0. 150 0. 100 0.268 0.052 0.057 0. 750 2.020 0.079 0.056 o. ino 0.072 0. 220 0.267 0.436 

13A 0. 050 0. 064 0.152 0. 14B 0. 097 0. 2GB 0.052 0.054 0.556 2. 140 0.080 0.048 0. 170 0.064 0. 216 0.269 0.438 

•13B 0.050 0. 064 0. 166 0. 150 0.009 0.2GB 0.050 0.055 — ... 0.081 0.052 0. 1B2 0.076 0. 201 0.289 0. 43B 

i4 0. 050 0.067 0. MS 0.134 0.097 0.263 0.053 0.057 0.58S 2.170 0.086 0.044 0.172 0.061 0. 20B 0.271 0.440 

15A 0.050 0.070 0. 164 0. 147 0.09B 0.267 0.053 0. 054 0. 762 2.056 0.078 0.052 0. 177 0.064 0.215 0.265 0.439 

•15B 0. 0S1 0. 050 0. 167 0. 146 0. 09B 0. 265 0.050 0. 054 0. B14 0.424* 0.080 0.051 0. 1B2 0.075 0.205 0.295 0.439 

15C 0.050 0.06 7 0.166 0. 151 0.097 0.276 0.052 0.057 0. 747 2.0B6 0.085 0.049 0. 17B 0.070 0.205 0.277 0. 4 38 

16 0.051 0.064 0.160 0. 144 0.094 0.257 0.051 0.055 0.574 2. 174 0. 080 0.050 0. 170 0.064 0.215 0.255 0. 439 

17A 0.050 0.070 0. 164 0. 153 0.095 0. 271 0.052 0.053 0. 70B 2.094 0.080 0.053 0. 179 0.06 3 0. 214 0. Z71 0. 43B 

17B 0. 047 0.071 0. 172 0.158 0. 090 0. 270 0.049 0.052 0.803 1.970 0.079 0.055 0. 1B2 0.083 0. 200 0.5C5 0. 439 

17C 0.047 0.070 0. 166 0.154 0. 09B 0.270 0.050 0.053 0. 7G2 2.053 0.080 0.051 0. 1B1 0.06B 0. 205 0.2B0 0.437 

18 0.049 0.06 7 0. 148 0.137 0.09S 0.270 0.050 0. 056 0. B08 2. 174 0.078 0.049 0.167 0.070 0. 190 0.282 0.442 

19 0.050 0.062 0. 144 0. 131   j 0.092 0.258 0.052 0. 04B 0.678 |   2. 102 0.077 0.052 0. 174 0.073 0.220 0.253 0.432 

♦Premature Cutoff 



TABLE VIII (Concluded) 

Shutdown 

Test 
Number 

MOV 
Closed 

Main Fuel 
Valvu   Closed 

GG Oxidizer 
Poppet   Closed 

GG  Fuel 
Poppet    Clvsed 

Oxidizer 
Turbine Bypass 

Valve    Open 

VHIVP 

Delay 
Time. 
sec 

Valve 
CIiiHing 
Time, 
sec 

Valve 
Delay 
Time, 

Valve 
Closing 
Time. 

sec 

Valve 
Delay 
Time, 
sec 

Valve 
Closing 
Time, 
sec 

Valve 
Delay 
Time, 
sec 

Valve 
Closing 
Time, 

Sec 

Valve 
Delay 
Time, 
sec 

Valve 
Opening 
Time, 
sec 

12A 0.057 0.173 0. 124 0.205 0.020 0. 028 0.080 0.018 0.210 0.270 

12B 0.0B3 0. 189 0. 11B 0.329 0.020 0.030 o. oao o.oaa 0.250 0.61H 

13A 0.003 0. 192 0. 129 0. 333 0.030 0.014 0.072 0.014 0.260 0.573 

*13B 0.037 0. 05Q 0.110 0.307 0.035 0.014 0. 0B5 0.016 0. 169 0.55a 

14 I). 058 0. 1B9 0. 126 0.328 0. 033 0.018 0.078 o. oia 0. 227 0.541 

ISA 0.077 0. 1B1 0. 117 0.290 0.020 0. 026 0. 076 0.031 0. 26B 0.626 

*15B 0.020 0.068 0. 10B 0. 292 0. 038 0.015 0.086 0.020 0. 180 0.562 

15C 0.058 0. 192 0.120 0.334 0.034 0.016 0.066 0.024 0.250 0.515 

16 0.082 0. is:i 0. 124 0.318 0.030 0. 015 0.071 0.026 0.306 0.578 

17A 0.079 0. 194 0. 130 0.333 0.017 0.029 0.076 0.024 0.308 0.560 

17B 0.054 0. 175 0.113 0.2S7 0.020 0.030 0.075 0.023 0.225 0.520 

17C 0.070 0. 177 0.120 0.310 0.025 Ü. 028 o. oao 0.023 0. 26a 0.536 

18 0.079 0. 195 0.127 0.325 0.031 0.014 0.073 0.020 0.262 0.594 

19 0.073 0. 172 0. 120 0.310 0.032 0.015 0.070 0.030 0. 2S3 0.603 

*Premature Cutoff 
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AEDC-TR-67-H5 

TABLE IX 
MAIN OXIDIZER VALVE FINAL PRE-TEST SEQUENCE CHECKS 

First Stage Second Stage 

Valve Valve 
Valve Travel Valve Travel 

Test Delay Time Delay Time 

12 45 44 572 1766 

13 ■ 43 47 580 1810 

14 42 44 586 1795 

15 47 44 600 1795 

16 45 45 584 1802 

17 48 46 600 1839 

18 45 43 580 1810 
c 

19 44 47 585 1803 

Average 45 45 586 1803 

Spec 50 ± 20 50 ± 25 580 ± 75 1825 ± 75 
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A EDC-TR.67-.il 5 

TABLE X 
MAXIMUM OXIDIZER PUMP SPIN SPEEDS RESULTING 

FROM START TANK BLOWDOWN 

Test N0. rpm AN0*. rpm 

12A 3367 218 

12B 3490 368 

13A 3446 212 

13B 3976 34 

14 3289 101 

15A 3550 75 

15B 3833 133 

15C 3461 355 

16 3298 253 

17A 3437 276 

17B 3615 186 

17C 3531 137 

18 3020 237 

19 3180 257 

*Oxidizer pump maximum spin speed decay before 
engine acceleration to main stage. 

103 
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TABLE XI 
ENGINE START CONDITIONS, FLIGHT AND AEDC 

RUB NO. 

Start Tank Thrust Chamber 
Temperature,   °F 

Oxidizer Pump Inlet Fuel Pump Inlet 

Temperature, Pressure, Pressure. Temperature, Pressure, Temperature, 
"F psia Throat Exit psia •p" psia °F 

Throat Exit 

AS 201 -275 1273 -212 -245 40 -295 41 -421 
AS  202 -171 1273 -222 -236 40.6 -295 39.3 -422 
AS 203 -220 1300 -205 -240 42 -296 37 -421 
17A -210 1386 -211 -138 46.3 -293.2 40.4 -422 
19 -146 1249 -231 -120 45 -295 31.8 -421 

Engine Area Fuel Turbine MOV Actuator MOV Closing 
Run No. Ambient Temperature, °F Outlet Temperature, •F Line Temperature, "F Control Line Temperature,  "F 

AS  201 -40 
AS  202 -72 -135 -25 
AS  203 -60 -29 -125 -25 
17A 25 -50 -I 
19 48 -43 -68 



TABLE XII 
ENGINE PERFORMANCE SUMMARY 

o 
en 

l>"t Number 12B m 15A 1BA 17A 17C ISA I9A 315001* 316001* 

Data Slice Time. Bee 29. S 39.5 4«. 5 29.5 29.5 39.5 29.5 29. & 28.5 29.5 29.5 B0. 0 76.0 

Pressure Altitude . fi 101.000 100.000 100.000 94.000 87,000 97,000 ea,nnn 93.OO0 101.000 96,000 96,000 64,000 91,000 

Fngine 
Performance 

Thrust. 1 »f 189.343.) 188,958.7 ISA, 846.' 210,857.1 219,138,: 219,083.7 314.977.6 219.616.3 174.604.8 225.536.5 222.015 221,263 196,025 

f Vacuum "I SO.041.! 199,669.2 186,413.C 220.945.1 218.01)6,1 318.949.7 215,765.6 220,960.8 115.325.4 113.540.1 2*1.381 ... 
Specific 1 
lbraec/ll 

mpulse. 419.9 418.8 4SI.» 417.1 417.5 419.1 410.9 418. 1 420.6 418   8 
420. B 

417.6 
419.2 

416.6 122.8 

m                           [Varuum 431.4 

S. 043 

420  S 423   1 419.0 11'. 1 417.9 412.1 420.1 422.4 — — 
Mixture Ratio 5. 043 5. 000 5 631 5.626 6.852 5.998 5. BIB 4.760 5.707 5.704 B.S10 1. B94 

Fuel Weight Flow.  Il^/iee 74.83 74.88 74.81 79.49 78.88 78.7« 79.17 79.49 72.07 79.24 79.33 B1.20 76. B5 

Oxidlier Weight Flow. 11%,/iee ns a% 376. 50 371. 0C »»7.58 443.68 

522.91 

44 5.31 445.44 448.27 343, 04 452.24 4S2.46 447.30 384 02 

Total Weight Flow, lb^/iec 450.8! 451.18 447.87 527.0« 921.09 533.01 821.70 411.11 531.46 531.78 528.59 44U.S1 

Thruat 
Chamber 

Performance 

Specific Impulse. Ibf-aae/lbn, 425.7 424.7 427.3 432.7 423.1 421.7 416.0 423.8 426.7 424.5 423. 1 424.3 121.8 

Charaeteriatie Velocity, fl/sec 7958.8 7938.8 7190. 7 7838.4 794». 1 7818.9 7718.5 7959.8 6012.1 7BB2. 3 7937. 9 7946.7 3095.2 

Thrnel 
Coeff icier 

1.7214 1.7200 1,7205 1.7351 1.7352 1.7351 1.7341 1.7347 1.7133 1.7372 1.737 1.119 1.704 
1                               Vacuum 1.7278 1.7276 1.7275 1.7429 1.7420 1.7420 I.740S 1.7429 1.7204 1.7442 1.7439 ... ... 

Mixture ftafco 5.240 5.240 5.185 5. 853 5.651 5.898 5.939 5.943 4.949 5.934 5.931 5.728 (.082 

Fuel Weight Flow, lb„,'aec 71.2? 71.31 71.37 75.90 75.28 75.22 74.59 75. B2 88. B0 75.83 7G.73 77.65 IS.IB 

OxtdiicrWciEhtFlow, lbm/tec 373.51) 373.65 3T0. 22 444.20 440. S3 441.98 443.19 442. on 340. 44 449. 83 449. 03 444.02 391.99 

Total Weicht Flow. Lbm'aee 444.78 444.88 »41.45 520. 10 515.57 517.20 516.77 519.73 409. 33 524.48 524.15 S21.57 457. 12 

Chamber Pressure,  psla «4b. B 844  9 843.8 743.8 737.9 737. a 727.7 743.6 596.2 753.3 

31.1 

150.4 

30.6 

756.3 615.1 

Fuel Pump 
Performance 

Inlet 
Stagnation Presaure, psla 34.8 35.3 35.1 34. 3 33.7 33.5 33.9 37,9 30.» 39.4 36.5 

Denaltjr, Ibm/ft' 4.30 4.30 4.30 4.32 4   37 4.37 441 4.41 4.39 4.41 4.3a 4.40 4.40 

Diaeharga 
StagnationFresaure. psia 1046. S 1046. 9 1046. 3 1200. 2 1177.8 1179.7 HBO. 3 M91.9 987. 6 1202.5 1M1.3 1222. S 1102.6 

Dena Hy.  Ib^/flS 4.43 4.43 4. 42 4  45 4.47 4.47 4.50 4.5t 4 47 4.51 4.49 4.52 4.51 

Head,  rt 32. 603.2 32.807.7 32.968.1 37S60.9 36,246.0 :«   "B" 3 35.404.8 39.313.3 39.699 6 39,723.5 37.581.3 .17,213.1 .13.546.2 

Speed,  ppm 25,131.8 25.158.1 25,108. S 28.780 2 26.343.6 36.410,6 25.980 C 26 462.8 24,135.0 28,514.9 28,719.1 2B.B2P 25,690 

Weight Flow, lbm/aec 75.48 75.52 75.48 80.37 78.76 79.89 79.06 90.34 73.99 90. IB 80. 2.1 81.97 79.39 

Efficiency 0.748 0.745 0.744 0.735 0.716 0.717 0.721 0.719 0.730 0.719 0.722 0. 7S5 0.73S 

Oxhitxer Pump 

Performance 

Inlet Stagnation Pressure, psla 40. a 40 7 40.4 39.9 43.7 44.2 41.3 45.0 44.5 40.1 45.4 45.0 45.2 

Density.   Ibm/ft' 83.94 8«  91 89.93 71.05 70 16 70. 13 70. 93 70. 30 70.46 71.07 71   09 70.67 70   57 

Discharge 
Stagnation Pressure, psia 818.0 814.8 172.2 1092.1 1049.1 105 0.4 1032.4 108-5. 4 795.5 1075.6 1975.4 1077.7 921, 1 

Dannitjr,  Ibm/ftS 18 93 60. 95 89.01 71  25 70.35 70.35 71.11 70. 71 70.31 71.33 71.31 70.BB 70.46 

Head,  ft 1720.0 1717.8 1713. 3 2085.8 2057.7 2099.5 2009. 9 3077.7 1537.0 2091  6 2079.6 2103.9 1769.7 

Speed, rpm 7845. 8 7848.2 7931.8 9490.0 8305. 1 9511.9 9443. 9 8520.4 7319.2 8540.0 9516.« 6590.1 79BS.S 

Weight Flow. lbm/sec 453.55 453. 14 449.17 455.17 4SI.20 452.65    | 453.02 453.83 472.10 459.93 460.05 4SB.73 4B5.52 

Efficiency 0. 810 0.910 0.810 0.801 0.902 0,902 0.902 0.602 0.807 0.603 0.802 0.803 0.610 

D 
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i 
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'Data from J-2 2052 Log Book 



TABLE XII (Concluded) 

o 

Taal Kimlxr 13» ISA 19A iaA 17A 17C 1«A 1BA 319X11* naooi* 

Dal« Slice Tim«. 
aec 29.» St.» «».9 it. 9 19.9 30.9 19.9 19.9 19. S 19.3 19.3 SO.O 79.9 

OG 
Perform «nee 

Duab«r Preeeure, pala 977.9>/ 
/llt.l 

57S.3./ !S7.s/^ 
•ESO. B 

ISS.7-/ «ts.s/^ 
/isa.o 

'«s.a/'^ 
^■"ass.9 

111.1/ 
>flM 

170.«/ 
/Siti.i 

«71. *S^ 59 7.\/ 991jj/ 
/tf0O.7 

Mixture Relln,  O/F 0. SSI 0. «SI 0. BtS OS«) 0.919 0.111 0.909 0911 0. 793 0   9«! 0. B4« 0.911 0.949 

Pud Weigh! flow,   lt^/eec a. 35 l.H *   35 J. SB 1.59 1. B7 1   SB 1.B1 1.17 S. 91 1. «1 1.«« 3.49 

Oxldlzcr Wclgfil Flow.  Ib^/eec l.H Mi i.a« i. ia 1.1« 1. 11 1.13 1.17 1.10 3. a* 3.41 1  17 i.9a 

Total V/efgnt Flow,  Ibm/rrr S.10 a.ai a. is a.M a. si a. 90 s.as 1.9S 9. »7 7. OS T.es 7 01 « ts 

Fuel 
Turbine 

Performonce 

Weight Flow.  lbm/»e^ e.io S.ll an S.M «.9J i. 90 s.as a. sn S.9.7 7. as 70S 7.0] S. «9 

Inlet Preeaure,  pala SIS. s SIT] SI«  0 BIB] 614 0 S11.0 B01.O S19. 0 «99. O «13. P SI«  9 BIO. S 99a. i 

Temperature, "F 1031.t lote.s lot«.] no«, a mi a 118«.I 1H0.S iias i 933. S 1111.4 1114.7 1199.4 late, i 

decharge 
Preeaure. pala 7«. 79 14. «S 7«. ai 89.87 «« «B a«, as ai. si «8.77 70.01 S7.01 ■ «. «1 BS. IS 77.71 

Temperature. "F SSI   0 ass. a asi.B 7ai « 7 «9 0 7ai.« 719. a 739   1 BIBS 777.1 759   1 749. S 193. S 

Preooure Kotto 7. SB 7. »a 7. JS 7.«0 7.«S 7 «1 7.40 7.sa 7.11 7.17 7.41 7. IS 7.S7 

Developed Horaepower 3963 «00«.0 ■ 01«. 1 7«1B.« 711B.1 7111. I 70B0. 7 7160. B stsl.« 7tt«.l 7397  « 7S44.1 SS79.7 

Elflclancj 0  SSI 0.991 o.ass 0.973 0.S7» 0.877 o. 9as 0.371 0.991 0.971 0.3*0 o. sas o.sai 

Oetdlier 
Turbine 

Performance 

Weight Flow, lbm/acc 3. al . 9.91 a.ai a. to a. 19 a. 19 a. u 1. IS 9.11 s.ia S.17 S.1S S.7S 

Wat Preeaure.  pale 71.4 72. 9 71.1 ai.o • 1.0 ai a so. s ai.s a7.B S4.S «1.7 S3. 3 73. S 

Ternperoture.  *F ssi.g sss.o «51.» 7B1. 4 7«5.0 7S1.« 79». S 799.1 3M. 1 777,1 73». 1 740. 1 «51.« 

Diecharge 
Preeeure.  pale as. os 18.10 la.e« 11  17 ii ao ii.ao SI. 19 31.41 II H l».l 11.11 11.99 18  71 

Temperoture.  Tl Ml  J 939. a 9i«. a aio. ] a »a.« aos. i 97«  0 S09 0 «aa. B «71   1 «01.« 597.4 sia.o 

Preeeure Ratio 1.S1 l.«l l.Sl l.Sl l.S« l.Sl l.B« 1   B3 l.B] I   B] 1 «1 1.S7 1. B7 

Developed Horewpower 1750.4 i7«a a 1717.« 1111.9 1109.6 711«  0 aoai.s US«, s IS3S. 3 11M.9 ins 0 1179.9 lass, i 

Efficiency O.atS 0. 4tl 0. ««0 ) «S3 «5. 4* 0. «39 0 «39 0.490 o. 4ai 0.414 0 4SI 0. 44S 

Propellent Tank 
Prttneurant Flow 

OxWlur   lbfeec 0. a 0.0 o. a 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1 es 1.B1 

Fuel.  Ibfooc 0. M o. aa o. as o. at 0.91 0.90 O.BO 0.91 0. al 0. Bl 0B« a. 77 0.74 

PU Vilvi 

Angle,  deg -0.7 -0.7 -0. « «.a ii. a ii. a 11  7 Sl.i -11. B 11.s 11.7 11. 1 0. 0 

HTdroutk Rcololence. aecl/ft3-ln.a 9.7« 3  7» 3   «0 1000. 51 10O0 51 1000. SI 1000.91 1000.91 1.»« 1000   51 1000.51 1000.«« a. 17 

Welghl Flo".  Ibm/aae 77. J 7S   » 7S. 1 7. S 7.9 7.» 7 a 7.B 179.1 7.« 7.« 7.5 7«  0 

Supplernontary 
Engine Dele 

Oxldixer Pump Dalta Speed,  rpm •19. OS -SS. 1» -«9.11 -111.SI -117.75 -115. 03 -171.11 -119.04 HI   SS -107.91 -109. «1 -107. 14 l.OB 

Fuel Pump Delia Speed,  rpm -SSO. B0 -SSI. S7 -BIO. as -jri.ri •S9S.«S -Ml. 77 -55«. 01 -71«. SI -755. «B ■ U   BO -«17.11 •BIB. 94 -107.17 

Fuel Turbine Map Power Flallo a »7«s 0.9749 a.tans o.wa« 0.9991 1.0070 0. 99Sa 0.99SS O.9SS0 0.9973 1.0099 1  0131 1.0139 

Oxldixer Turbine Map Power Ratio 1 011« 1.0091 1.001] 1.011B 1. DOB« 1.0111 1.00«« 1.00«! 1.0(41 1.0104 1.0151 1.071 1.01 SB | 
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TABLE XIII 
ENGINE NORMALIZED PERFORMANCE SUMMARY 

o 

Test Number 12B I3A 15A 18A 17A I7C 18A 19A 315001* 315001* 

Data Slice Tims, 
sec 39. 5 39. 5 4S.5 29.5 29.5 39.5 29.5 29.5 29.5 29.5 29.5 GO 79.9 

Engine 
Perform knee 

Thrust, lbf 180,011.1 1RS.993.C 1B9.426.6 219,725.1 217.799.0 217.7J1.7 212,932.9 218,077.1 174,039 0 220,508.2 219,370 222.861 196,654 

Mixture Ratio, O/F '.985 4  085 4.843 5. 535 5.S79 5.802 S.652 5.598 4 728 5  654 5.509 5.502 4.881 

Total Weight Flow, lb/sec 450. 44 450. 63 447.31 520.99 519. 13 520.67 516. D5 51B 92 411.90 S23.75 522. 26 523.28 457. 25 

Thrust 
Chamber 
Performance 

Chamber Pressure, psfa 646. 1 G45.0 644.2 737. B 734.4 734.3 718.3 734.7 594.1 742.6 739. 3 748.7 666. 1 

Mixture Ratio. 0/F S. 190 5.181 6. 137 5.754 3.901 5.824 5.881 5  821 4.915 ft. 879 5.833 5.71B 5.060 

Weight Flow,  lbm/iec 444  20 444  38 441   08 514.03 812.21 813.78 509. 27 512.01 406.05 516.79 515.29 516.31 450. 86 

Characteristic Velocity, fl/aec 7972.7 705B.6 B005. 7 78C5.2 78S9. 8 7833. 2 7730. 6 78C4.9 B020  1 7878.5 7864.4 7947.B 8097.5 

Fuel Tump 
Perform anca 

Pump Speed,  rpm 24.8 94.7 24, m 1   X 24.DSS.2 2G.462.5 26,246.9 26,271.6 25.856.4 26,353.0 24.051.0 28.409.4 26,497.9 26.715 25.544 

Weight Flow, lb/sec 78, oa 76.09 76.06 80.52 78.71 79. G7 78.38 79.45 72.72 79.51 79.82 B1.29 78.55 

Efficiency n.748 0. 745 0.743 0.734 0.719 0.717 0.721 0.718 0.720 0.719 0.721 0.735 0.736 

Oxidlzer 
Pump 
Performance 

Pump Speed,   rpm 7783. 9 7793.7 7770.6 8454.0 8435. 5 8442.5 8380.5 8443,0 7292.5 8492.4 8458.9 949B.7 7991.7 

Weight Flow, lb/sec 453.93 453.52 449.77 450. 63 449.59 451.17 447. 84 449,64 466.69 454.4 452.81 452.07 459.92 

Efficiency 0.910 0  910 0.810 0.801 0.801 0. 901 0. 901 0. 901 0.808 0.802 0.902 0  8D1 0.910 

Fuel Turbine 
Performance 

Efficiency 0. 550 a. SM 0.554 0 573 0.571 0 576 0. 5K8 0.S72 0.551 0.571 0.579 0.597 0.580 

Pressure Ratio 7.38 7.36 7.35 7.40 7.46 7.41 7.40 7.36 7.31 7.37 7.43 7.35 7.36 

Inlet Temperature, *F 1030.3 11)29.3 1023.4 1172.4 1169.5 1172.fi 1128.5 1191.3 944. B 1199.1 1188.2 1162.8 1037.2 

Weight Flow. lbm/sec 6. 23 B.24 8  22 6.94 6.92 6. 99 6 78 6. 91 5.85 6. D5 6.96 6.97 6.39 

Oxidlzer 
Turbine 
Performance 

Efficiency 0.443 0.441 0.438 0.461 0.455 0.458 0.453 0.457 0.448 0.459 0. 4E3 0,459 0.445 

Pressure Ratio 2.62 2.62 2.62 2.61 2.64 2.63 2. 64 2. 62 2.63 2.83 2.63 2.67 2.67 

Inlet Temperature, *F E3B.3 640.2 637.3 739.3 735. 9 742.8 710.8 754.4 583. 5 7131. 5 740.1 74H. 5 646.7 

Weight Flow, Ibm/sec 5.55 5   56 5.55 S 19 6. IB 6.14 8.04 9.16 5.21 t  20 6.21            6.21 5.69 

GC Mixture Ratio. O/F 0. 640 0. B39 0,839 0.923 0.922 0.923 0.897 0.929 0.79O 0.939 0.633 0. 018 0.844 

Chamber Pressure,  psls 569. 8 570.5 56B.2 850 3 648.1 845,0 830.2 648,6 525  8 654.1          534.1 652. 1 581.9 

*Data from J-2 2052 Log Book 
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AEDC-TR-67-U5 

APPENDIX III 
TEST MEASUREMENTS REQUIRED BY PERFORMANCE  PROGRAM 

Thrust Chamber (Injector Face) Pressure,  psia 

Thrust Chamber Fuel and Oxidizer Injection Pressure,  psia 

Thrust Chamber Fuel Injection Temperature,  °F 

Fuel and Oxidizer Flowmeter Speeds,  cps 

Fuel and Oxidizer Engine Inlet Pressures,  psia 

Fuel and Oxidizer Pump Discharge Pressures,  psia 

Fuel and Oxidizer Engine Inlet Temperatures,  °F 

Fuel and Oxidizer (Main Valves) Temperatures,   °F 

PU Valve Center Tap Voltage, volts 

PU Valve Position, volts 

Fuel and Oxidizer Pump Speeds,  rpm 

GG Chamber Pressure,  psia 

GG (Bootstrap Line at Bleed Valve) Temperature,  °F 

Fuel* and Oxidizer Turbine Inlet Pressure,  psia 

Oxidizer Turbine Discharge Pressure,  psia 

Fuel and Oxidizer Turbine Inlet Temperature,  °F 

Oxidizer Turbine Discharge Temperature,  °F 

*At AEDC,  fuel turbine inlet pressure is estimated from GG chamber 
pressure. 
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AEDC-TR-67-115 

NOMENCLATURE 

A Area,  in. ^ 

B Horsepower 

C Coefficient 

c* Characteristic velocity, ft/sec 

D Diameter,  in. 

F Thrust,  lbf 

H Head, ft 

h Enthalpy,  Btu/lbm 

I Impulse 

M Molecular weight 

N Speed,  rpm 

P Pressure,  psia 

Q Flow rate, gpni 

R Resistance, sec2/ft3-in. 2 

r Mixture ratio,  O/F 

T Temperature,  °F 

TC* Theoretical characteristic velocity,  ft/sec 

W Weight flow,  lb/ sec 

z Differential pressure,  psi 

ß Ratio 

7 Ratio of specific heats 

n Efficiencies 

0 Degrees 

p Density,  lb/ft3 

SUBSCRIPTS 

A Ambient 

AA Ambient at thrust chamber exit 

B Bypass nozzle 
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AEDOTR-67-115 

BIR Bypass nozzle inlet (Rankine) 

BNI Bypass nozzle inlet (total) 

c Thrust chamber 

CF Thrust chamber,  fuel 

CO Thrust chamber,  oxidizer 

cv Thrust chamber, vacuum 

E Engine 

EF Engine fuel 

EM Engine measured 

EO Engine oxidizer 

EV Engine,  vacuum 

e Exit 

em Exit measured 

F Thrust 

FM Fuel measured 

FTI Fuel turbine inlet 

FV Thrust, vacuum 

f Fuel 

G Gas generator 

GF GG fuel 

GO GG oxidizer 

HI Hot gas duct No.  1 

H1R Hot gas duct No.   1 (Rankine) 

H2R Hot gas duct No.  2 (Rankine) 

IF Inlet fuel 

IO Inlet oxidizer 

ITF Isentropic turbine fuel 

ITO Isentropic turbine oxidizer 

N Nozzle 

NB Bypass nozzle (throat) 

110 



AEDC-TR-67.115 

NV 

o 
oc 
OF 

OFIS 

OM 

oo 
PF 

PO 

PUVO 

RNC 

SC 

SCV 

SE 

SEV 

T 

TEF 

TEFS 

TF 

TIF 

TIFM 

TIFS 

TIO 

TO 

t 

V 

v 

XF 

XO 

Nozzle, vacuum 

Oxidize r 

Oxidizer pump calculated 

Outlet fuel pump 

Outlet fuel pump isentropic 

Oxidizer measured 

Oxidizer outlet 

Pump fuel 

Pump oxidizer 

PU valve oxidizer 

Ratio bypass nozzle,  critical 

Specific, thrust chamber 

Specific thrust chamber, vacuum 

Specific,  engine 

Specific,  engine vacuum 

Total 

Turbine exit fuel 

Turbine exit fuel (static) 

Fuel turbine 

Turbine inlet fuel (total) 

Turbine inlet,  fuel,  measured 

Turbine inlet fuel isentropic 

Turbine inlet oxidizer 

Turbine oxidizer 

Throat 

Vacuum 

Valve 

Fuel tank repressurant 

Oxidizer tank repressurant 
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AEDCTR. 67-115 

PERFORMANCE PROGRAM EQUATIONS 

THRUST 

Thrust Chamber, Vacuum 

Fcv = C (Pc)a + B (Pc) + A 

Empirical Determination from Curve Fit of Thrust 
versus Pc 

Thrust Chamber 
Fc = Fcv - PAA Ae 

Ae   = Aeu +  12.8 

P^   =   Measured Cell FVessure 

Engine, Vacuum 

Engine 

MIXTURE RATIO 

Engine 

FEY = Fcv 

FE = Fc 

Thrust Chamber 

E       wEF 

»EO  =   WOM   -   WX0 

WEF   =   »FM   "   WxF 

rC   =  l£fi 
»CF 

«CO =   WOM   -  Wxo   -  WG0 

WcF =   ^FM   -   WXF  -   WCF 

WX0 =  Standard 0.8 lb/sec 

W\F =  Standard 1.8 lb/sec 

WGO =   WT  -  WCF 

WGF =  WT   (1   +  rG) 

WT 
PTIF  AT1F K7 

TC»TIF 

K7   =   32.174 
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AEDC-TR-67-115 

Normalized engine and thrust chamber vacuum data 
calculated as measured,  except all flows are normal- 
ized using standard inlet pressures, temperatures and 
densities listed below: 

PlO STD = 39 psia 

PlF STD = 30 psia 

PI0JSTD = 70.79 lb/ft* 

PlF STD = 4.40 lb/ft3 

Tio STD = -295.2°F 

TjF STD  =  422.5°F 

SPECIFIC IMPULSE 

Engine 

Engine,  vacuum 

ISF = — bL       wE 

WE   - WEo + WEF 

ISEV + ^7 
SV£V   =   WE   Normalized using standard inlet pressures, 

temperatures, and densities 

Chamber Fc 
Isc = 

*c 

Chamber,  vacuum 

WC - WCo + WCF 

Iscv - 
wc 

fi'cv   =   W(]   Normalized using standard inlet pressures, 
temperatures, and densities 

CHARACTERISTIC VELOCITY 

Thrust Chamber 
C,   =    *7 Pe At 

K7  =  32.174 

Thrust Chamber, Vacuum 

K7 
PCV At r* LV   " wcv 

K7  = 32.174 
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AEDC-TR-67-115 

Nozzle 

^N K6 

K8   =  1.086 

Nozzle,  Vacuum 

r* c^ 

K6 =  1.086 

THRUST COEFFICIENT 

Engine 

Engine,  Vacuum 

DEVELOPED PUMP HEAD 

Oxidizer 

CF = 

Cpv 

_Fc 
PcAt 

rev 
PcAt 

Fuel 

u ,,    /Poo      fjoN Ho = k< W - pio7 
K4  =   144 
p     =   NBS Values f(P,T) 

Hf =  778.16 AhoFIS 

AhOFIS  =  hoFJS  ~  hlF 

hOFIS =  KP,T) 

h|F  =  f(P,T) 

Fuel and Oxidizer Vacuum 

Conditions normalized using standard inlet pressures, 
temperatures,   and densities. 

PUMP EFFICIENCIES 

Fuel,  Isentropic 

Vf 
hOFIS - hlF 

hoF ~ hlF 

hoF  =   f(P0F» TQF) 
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AEDC-TR.67-115 

Oxidizer,  Isentropic 

Vo = 'toe ^o 

<OC -  K..   $$"*  *.. (Si)+ KM 

YQ   =   1.000 

K 40 -5.053 K30  =  3.861     K50  = 0.0733 

TURBINES 

Oxidizer, Efficiency 

BT0 

?TO = 
BfTO 

BTO   -   K« 
~   *0 

Ks      =   0.001818 

Wpo  =   WOM  T   W PUVO 

WPUV'O =JZPV™ P0° 

ZpL'VO =   A  +   8  (Poo) 
A  =  -1597 

B   =  2.3828 

if Poo  >   1010 

set PQO   "   1010 

InRv  =   A   +   B   (0PUVO)  +  C(Öpuvo)3   +   Die' 
öpuvo i      öpuvo"12 

dp ü v o 

+   E ÖpuVO (e) 

A = 5.566 x 10"1 

B = 1.500 x 10-2 

C = 7.941 x 10~6 

D  =  1.234 
E 7.255  x   10~2 

F = 5.069 x 10~2 

ÖPUVO =   16.52 

■   r ■' 
+  F He) 

Fuel,   Efficiency 

T)TF 
"TF 
BjTF 
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BlTF   =   K10   AhF   WT 

Ahp   =   hjip   -  hTEF 

BTF  -   BPF   =  K5   I ^ ) 

WPF  =  WFM 

Kl0  =   1.415 

K5    =  0.001818 

Oxidizer, Developed Horsepower 

BTO = Bpo + K56 

BPO . KS (a**) 

K56 =  0     K5  =  0.001818 

Fuel, Developed Horsepower 

BTF - BPF 

BPF - K5   Q—^—■) 

Fuel, Weight Flow 

WTF  =  WT 

WTO = wT - WB 

ft'B   = 
~2K7      y,                          -2—" 

*          fPriMr-l    Vn ,, 

1' 

- y2      ' 

VH-II« 

1   -  (PaNC)   VH2 

PRNC = f ONB. yn}) 

JSNB = DNB/DB 

yH2'   MH2
   

=   f(TH2R. HG) 

ANB = K]3 (DNB)
2 

K13   -   0.7854 

TBIR  =   TT]0  +  460 

PBNI =  PTEFS 

PTF.FS  
=   Iteration of 

ANB   
P
BKI 

(RH,TBIR)
X 
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pTEF = PjEFS 1   -   KF 
TEFS 

TH2R 
DSrr M T E F  "■ H 2 KH2 

AEDC-TR-67-115 

>H2 

yH2_1 

KB  =  38.90 
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